
Технически характеристики 
 

 

 

Боя Motip Dupli спрей 0.6 л, бяла мат, RAL 9010, Color Car's 

 

 

 

Quality and properties 
 

 High-grade nitro-combi quality 
 Very good coverage 
 Excellent adhesion 
 Good flow, smooth surface 
 Quick-drying 
 Suitable for indoors and outdoors applications 
 Weather-resistant, light-proof, UV-resistant 
 Scratch-, shock- and impact-resistant 
 High surface hardness and good elasticiy 
 Polishable, dirt-resistand surface 

 
Physical and chemical data 

 
 Basis of the binder: nitro-combi 
 Colour: black or white, glossy, satin mat or matt 
 Smell: solvent 
 Degree of gloss (at measurement angle 60° acc. to DIN 67530): 

glossy: 80-85 gloss units 
satin matt: 30-40 gloss units matt: 10-
20 gloss units 

 Efficiency: 
Depending on consistence and color of the ground: 
400 ml are sufficient for approx. 1.3 m² 
600 ml are sufficient for approx. 2.0 m² 

 Drying time (at 20°C, 50% relative air humidity): 

Dust-dry: after approx. 10 minutes 
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Dry to touch: after approx. 50 minutes 
Cured: after approx. 24 hours 
The drying time depends on surrounding temperature, air humidity and thickness of the applied 
coat. 

 Temperature-resistant: up to 80°C 
 Storage stability: 

10 years, if appropriate storage provided (=10°-25°C, relative air humidity of max. 
60%) 

 Size: aerosol cans, maximum nominal volume 400 ml resp. 600 ml 

 

 

 
 
Продукт: Боя Motip Dupli спрей 0.6 л, бяла мат, RAL 9010, Color Car's 
Категория: Аерозолни покрития - спрейове 
Бранд: Motip Dupli 
Категория бранд: Боя Motip Dupli 
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https://tashev-galving.com/product/006-DNK-553/boya-motip-dupli-sprey-0-6-l-byala-mat-ral-9010-color-car-s
https://tashev-galving.com/cat/200416/aerozolni-pokritiya-spreyove
https://tashev-galving.com/brand/motip-dupli
https://tashev-galving.com/brand/motip-dupli/boya



