
Технически характеристики 
 

 

 

Дюза GCE за газкислородно рязане свръхзвукова с 
подгряваща дюза 50-75 мм, NFF 50 - 75 
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Продукт: Дюза GCE за газкислородно рязане свръхзвукова с подгряваща дюза 50-75 мм, NFF 50 - 75 

Категория: Газокислородно заваряване, рязане и спояване 

Бранд: GCE 
Категория бранд: Дюза GCE 

 

Parameter 
 

Value 

 

Working gas 
 

пропан/propane 

 

Cutting thickness up to 
 

50-75   mm 

 

Type of gas mixing 
 

инжекторно/injector type 

 

Propane working pressure 
 

0.5-1.0   bar 

 

Oxygen  working pressure 
 

3.0-4.5   bar 

 

Propane consumption 
 

0.400   m3/h 

 

Oxygen  consumption 
 

5.000-6.500  m3/h 

 

Cutting nozzle GCE NFF 50 - 75 
 

 
 
 
 

THE GCE X501® ORIGINAL COMPLEMENTARY CUTTING 

NOZZLES 

(INJECTOR TYPE) 

 
Common Characteristics 

 
For cutter  X501 or HARRA. 

 

 
Technical Data 
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https://tashev-galving.com/product/030-KAM-237/dyuza-gce-za-gazkislorodno-ryazane-svrahzvukova-s-podgryavashta-dyuza-50-75-mm-nff-50-75
https://tashev-galving.com/cat/201291/gazokislorodno-zavaryavane-ryazane-i-spoyavane
https://tashev-galving.com/brand/gce
https://tashev-galving.com/brand/gce/dyuza



