
 

Inner diameter Outer diameter Packaging Weight Working 
pressure 

Failure 
pressure 

(inch) (mm) (m/pack) (g/m) (Mpa) (Mpa) 

6 11 25, 50 90 1.7 5.0 

8 13 25, 50 105 1.5 4.5 

10 14.5 25, 50 110 1.4 4.0 

12.7 17 10, 15, 20, 25, 50, 100, 140 1.2 3.6 

  150, 200    
13 19 25, 50 190 1.2 3.6 

16 22 25, 35, 50 230 1.2 3.6 

19 26 10, 15, 20, 25, 50, 100 320 1.0 3.0 

20 28 50 400 1.0 3.0 

25 32 10, 15, 20, 25, 50, 100 400 1.0 2.4 

32 40 10, 25, 50 590 1.0 2.4 

38 48 25, 50 860 1.0 1.8 

50 64 25, 50 1.528 1.0 1.5 
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PVC HOSES PREMIUM Code: 1123 
 
 

Flexible PVC hose of special structure  and composition for profes- 
sional use in gardening and agriculture as well as under demanding 
industrial conditions for water, air, chemical, etc. distribution. 

 
Colour version: transparent, crystal clear 

 
Structure: transparent PVC core and coat in crystal clear colour + 
two-layer spiral braid with high-strength polyester yarn 

 
Operating temperature: -5 °C to +60 °C 
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