
Технически характеристики

KR-BK-22-VA Ident No.: 0026961
Външен диаметър 45 mm
Тегло 0,132 kg
Диаметър на тялото 36 mm
Материал на тялото поцинкована стомана
Обща височина 30 mm
Височина на горната част 10 mm
Диаметър на ролката 22,2 mm
Материал на ролката неръждаема стомана
Дебелина на борда 37,5 mm
Динамична товароносимост 160 kg

675

Ball transfer units with mounting clips for secure  
retention and easy installation

• KR-BK = galvanized steel plate housing with steel ball

• KR-BK-VA = galvanized steel plate housing with stainless 
steel ball

• KR-BKVA = all parts from stainless steel

• all load-carrying capacity specifications are valid for use 
with an upright ball

• the load capacity decreases for overhead installations

• seals for more demanding requirements can also be  
supplied at an additional cost when needed
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KR-BK-15
Ident No.: 0026956

15.8 24 31 21 9.5 25 60

KR-BK-22
Ident No.: 0026957

22.2 36 45 30 9.8 37 160

KR-BK-30
Ident No.: 0026958

30 45 55 37 13.8 46 300

KR-BK-45
Ident No.: 0026959

44.5 62 75 54 19 63 610

KR-BK-15-VA
Ident No.: 0026960

15.8 24 31 21 9.5 25 60

KR-BK-22-VA
Ident No.: 0026961

22.2 36 45 30 9.8 37 160

KR-BK-30-VA
Ident No.: 0026962

30 45 55 37 13.8 46 300

KR-BK-45-VA
Ident No.: 0026963

44.5 62 75 54 19 63 610

KR-BKVA-15
Ident No.: 0026964

15.8 24 31 21 9.5 25 38

KR-BKVA-22
Ident No.: 0026965

22.2 36 45 30 9.8 37 100

KR-BKVA-30
Ident No.: 0026966

30 45 55 37 13.8 46 200

ball transfer  //   up to 610 kg

Сачмена ролка с вграден монтажен клипс от 
поцинкована стомана за здрава и сигурна връзка и 
лесно инсталиране. С ролка от неръждаема стомана.
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