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CEPTUO®UKAT 3A CUHTETUYHO OMJIETEHO
BBXXE

MpoaykTtoBa kateropums: OBE30MNACUTE/THO
HomeHknatypeH N2: 0307-8,5

Mopbyka NO:
®aktypa N2 u paTa: .......

Hue, dupma “KaHroc-2001” OO/ cbe cepanue:

8800 CnueeH, yn. “3natu Boiieoga” N®5, ¢ HacTosiwoTto
YAOCTOBEPsIBAaME, Y€ CUHTETUYHOTO OMJIETEHO BBbXE C
TEXHWYECKN  AaHHM, KAaKTO Ca MOCOYEHU no-gony e
NPpOM3BEAEHO OT HAC B CbOTBETCTBME C EBPONENCKUST
craHpapt B/IC EN 1891:2002, koiTO ce OTHacs 3a BbXeTa oT
TEKCTUNHW MaTepuanu C Manko yAb/DKEHWE, KOHCTPyupaHu
CbC CbpLEBMHa 1 00BMBKa, C AMAMETHP OT 8,5 MM 40 16 MM 3a
ynotpeba OT nMua MpuM JOCTBM C BbXE, KaTo Ce BKIKYBAT
BCMYKM BMAOBE MO3ULMOHMPaHe npu paboTa W 3aabpXkaHe
npy CNacuTeNHW onepauun 1 B CrneneonornsTa.

Bulgaria, 8800 Sliven, Zlati Voievoda str. Ne5
fax: +359 44 /623315, tel: +359 44 / 623352
mobile: +359 888 365588, +359 887 988685
email: office@cangos2001.com
kangos2001@abv.bg

CERTIFICATE FOR SYNTHETIC BRAIDED ROPE

Product Line: SAFETY
Article N2:-0307-8,5

Order NO:
Invoice N2 and Date: ......

We, CANGOS -2001 Ltd., with a main office at: BULGARIA,
8800 Sliven, 5 “Zlati Voyvoda” str., do hereby certify that
the Synthet|c Braided Rope with the specifications stated
below is produced by us according to the European
Standard EN 1891:1998 which applies to low stretch textile
ropes of kernmantle construction from 8,5 mm to 16 mm
diameter, for use by persons in rope access including all
kinds of work positioning and restraint, for rescue, and in
speleology.

TexHuyecku [laHHMU

Technical Specifications

[vametbp (MM): 8,5

Diameter (mm): 8,5

[bmxvHa Ha Makapa / 6yxTa (M) +5%: 120

Length of roll (m) +5%: 120

Waxopen matepuan: 80% lonmectepHa
Konpuxa BUCOKA 3PABUHA & 20%
[Monuamua 6

Raw material: 80% Ponester Silk HIGH
TENACITY & 20% Polyamide 6

KOHCTpyKums:
- mennex: [1NeTeH
- 6pot onnetku: 1

Construction:
- core: Braided
- number of braids: 1

slkocT Ha ombH (daN/Kr): 1800

Tensile Strength (daN/KG): 1800

PasTernmsoct npu 50% HaToBapBaHe OT MaKCMMasHOTO

(%): 70

Elongation at 50% of the maximum load (%): 70

Pasternmsoct npu 100 kr HaToBapBaHe (%): 0.2

Elongation at 100 kg load (%): 0.2

Maca (r/m) + 5%: 53

Weight (g/m) +5%: 53

UssT: YepeH

Color: Black

opernocoyeHnTe TeXHUYECKN /laHHU ca 6asupaHu Ha
M3NUTaHWSA U3BbPLUEHM Ha AvHaMoMeTbp TUPATECT

The technical specifications presented above are
based on tests which were carried out on a
dynamometer TIRATEST 2300.

2300.
,IQ »KaHroc-2001"00/] e cb3pana u
€ ___3 npwnara CucTema 3a ynpasrieHme Ha
T Ka4ecTBOTO, KOSITO € B CbOTBETCTBYE C
M3MCKBAHMATa HA MEXAYHAPOAHMS
cTaHgapT -
ISO 9001:2008

established a quality
management system that is
in conformance with the
International Standard

ISO 9001:2008

,}Q “Cangos-2001” LTD has

CnueeH,.04.10.22.. Ynpasuten:

Sliven,....

04.10.22 Dir€Ctor:......ccccoovvvvevevecivierirann,
T. Ivanov
(signature and stamp)



