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CEPTUOUKAT 3A CUHTETUYHO OMJIETEHO
BBXE

MpoaykTosa kaTeropus: OBEZ0MNACUTESIHO
HomeHknatypeH N9: 0303-12

Mopbyka N9:
®aktypa N° u pata: .......

Hve, dupma “KaHroc-2001” OO/ cbe cepanuuie:

8800 CnveeH, yn. “3natm Boiisoga” N95, ¢ HacroswoTo
YAOCTOBEPsiBAME, Y€ CUHTETUYHOTO OMNETEHO BbXKEe C
TEXHUYECKM  AaHHW, KaKTO (a MOCOMEHWM Mo-Aony e
NPOMU3BEAEHO OT Hac B CbOTBETCTBME C EBPONENCKUST
cranaapt BAIC EN 1891:2002, koiiTo Ce OTHacs 3a BbXETa oT
TEKCTUNHM MaTepuanu C Manko YAb/KEHWE, KOHCTpyMpaHu
CbC CbpLeBKHa 1 06BMBKa, C AWaMeTbp oT 8,5 MM 40 16 MM 3a
ynotpeba OT nMua nNpu AOCTBN C BbXE, KaTo Ce BKIKOYBAT
BCMYKN BWAOBE MO3MLMOHMPaHe npu paboTa M 3agbpaHe
NpU cnacuTenHn onepauuv U B CrieneonornaTa.

Bulgaria, 8800 Sliven, Zlati Voievoda str. Ne*
fax: +359 44 /623315, tel: +359 44 / 62335:
mobile: +359 888 365588; +359 887 98868
email: office@cangos2001.corr
kangos2001@abv.bg

CERTIFICATE FOR SYNTHETIC BRAIDED ROPE

Product Line: SAFETY
Article N9: 0303-12

Order N9:
Invoice N2 and Date: ......

We, CANGOS -2001 Ltd., with a main office at: BULGARIA,
8800 Sliven, 5 “Zlati Voyvoda” str., do hereby certify that
the Synthetic Braided Rope with the specifications stated
below is produced by us according to the European
Standard EN 1891:1998 which applies to low stretch textile
ropes of kernmantle construction from 8,5 mm to 16 mm
diameter, for use by persons in rope access including all
kinds of work positioning and restraint, for rescue, and in
speleology.

TexHuuyecku laHHu

Technical Specifications

Ovametsp (Mm): 12

Diameter (mm): 12

AvmkuHa Ha makapa / 6yxTa (M) +5%: 120

Length of roll (m) +5%: 120

Vaxopen matepuan: 100% [lonvecTepHa
Konpuxa BUCOKA 30PABUHA

Raw material: 100% Polyester Silk HIGH
TENACITY

KoHcTpykuums:
- monvex: [1N1€TeH
- 6poit onnetku: 2

Construction:
- core: Braided
- number of braids: 2

skocT Ha ombH (daN/Kr): 2600

Tensile Strength (daN/KG): 2600

PasTernueoct npu 50% HaToBapBaHe OT MaKCUMaNHOTO

(%): 75

Elongation at 50% of the maximum load (%): 75

PasTernusocT npu 100 kr HaToBapBaHe (%): 0.2

Elongation at 100 kg load (%): 0.2

Maca (r/m) + 5%: 97

Weight (g/m) +5%: 97

UesT: ban

Color: White

['OPENOCoHEeHNTE TEXHWYECKW AaHHU ca 6a3npaHn Ha
W3NNTaHUs W3BbPLUEHN HA AMHamoMeTbp TUPATECT
2300.

The technical specifications presented above are
based on tests which were carried out on a
dynamometer TIRATEST 2300.
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L CERT="" «ayecTBOTO, KOSTO € B CbOTBETCTBME C
U3NUCKBAHUSTa HA MEX/yHapOAHMS
cTaHaapT

ISO 9001:2008

“Cangos-2001" LTD has
established a quality
management system that is
in conformance with the
International Standard

ISO 9001:2008

CnvueeH,.04.10.22..

T. Ivanov
(signature and stamp)



