
Product Information 
DS18DJL(HF) – 18V Slide Driver Drill 

SPECIFICATIONS 

KEY SELLING POINTS Note: Specifications may change without notice 

Ergonomic soft 
 grip handle 

22 stage adjustable 
clutch 

2.5Ah Li-ion high capacity 
compact batteries Multiple Protection 

 Circuit  

13mm single sleeve  

keyless chuck with spindle lock 

Compact & lightweight at  
1.7kg and 213mm length 

2 speed gearbox 
 with all metal gears 

Capacity 
Wood 38mm 

Metal 13mm 

No load speed 0-450 / 0-1,250 (min-1) 

Torque 
Lock 45Nm 

Hard 53Nm 

Chuck type 13mm single sleeve keyless with spindle lock 

Weight 1.7kg (with BSL1825 battery) 

Dimensions 213 x 74 x 228mm (with BSL1825 battery) 

Battery type BSL1825: 18V 2.5Ah Lithium ion Slide  

Standard accessories 2 x BSL1825 batteries, charger and carry case 

Also available ‘Naked’  
DS18DJL(H4) 

 

LED 

 13mm single sleeve keyless chuck with automatic spindle lock provides effortless usability 
 2 speed gearbox with all metal gears ensures maximum power, performance and resilience 
 22 stage adjustable clutch allows for a precise adjustment when driving screws  
 Ultra bright white LED for improved visibility 
 Ergonomic soft grip handle for increased useability and comfort 
 Compact and lightweight ensures ease of use and reduces fatigue 
 Compact 2.5Ah Li-ion batteries with multiple protection circuit provide long run time and protects 

the battery and tool from overload, over heat, over discharge and over charge 
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