(i) KESSEL  Multistop  (IK) KESSEL  Multistop

Ungeziefer-, Schaum- und Geruchssperre Ungeziefer-, Schaum- und Geruchssperre
fiir Badablaufe fiir Badabldufe
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Der KESSEL-Multistop 100
ist passend fiir Ablaufe
und Rohre mit einem

Innendurchmesser von...

103-105 mm

02878

Der KESSEL-Multistop 125
ist passend fiir Abldufe
und Rohre mit einem

Innendurchmesser von...

119-120 mm

Montagehinweis

Der KESSEL-Multistop wird in das Aufsatzstiick montiert. Zuvor die “§
Dichtung mit Gleitmittel versehen. Den KESSEL-Multistop waag 0

recht in das Aufsatzstiick einfligen. AnschlieBend die Klappe
auf Anschlag manuell 6ffnen. Es ist darauf zu achten, dass
Klappe nicht auf den Geruchverschluss aufschlagt un d

den Durchfluss behindert.
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(i) KESSEL  Multistop  (IK) KESSEL  Multistop

Odour, foam and insect trap Odour, foam and insect trap
| Art.# 43500 | Art.# 48500
7 System 100 ~ System 125
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The KESSEL Multistop
System 125 fits all drains/| ¢
pipes with an internal|
diameter from

026 8827

The KESSEL Multistop
System 100 fits all drains/ |~ #
pipes with an internal
diameter from

103-105 mm

119-120 mm
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I Insect / rodent trap and...

Installation instructions: N
The Multstop is designed for horizontal installation in floor 4% % e
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