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y MECHANICAL PROPERTIES | ACCORDING TO \
k I ACCIAIO C 1 5
DISPONIBILI: Zincato bianco secondo RoHS STEER
AVAILABLE: '\:\\}g:tgi?:;n ;::Ie?j ggc;f;ti?ag to RoHS TOLLERANZE SECONDO | 180 4750-1
Other coatings on reques{ TOLLERANCES ACCORDING TO ‘ CATA
N s 3.9 4.2 48 55 63
NISO 6 7 8 10 12 14
K max 345 345 4,25 4.45 545 6.45
K min 3,2 3,2 4 4.15 5,15 6,15
dk max 8.3 8.3 8.8 10.5 " 13.2
dk min 7.6 76 8.1 9.8 10 122
€ min 0.6 0.6 0.8 08 1 1
S max = nom 55 5.5 7 8 8 10
S min 5,32 532 6,78 7,78 7,78 9,78
spessore lamiera
s:JeeI thickness 2.25 24 3 4.4 5.25 6
I mm Il inches  filetto/thread m
9,5 3/8 9,5 1,20
13 1/2 13 1,35 1.45 1,70 2,60
16 5/8 16 1.45 1.60 1.85 2,90 3,60 5,80
19 34 19 1,70 1,88 2,10 3,20 4,00 6,40
22 718 22 2. 0 2,30 3,60 4,50 7.00
25 17 25 229 2,50 3.90 4,90 7.60
32 1"1/4 32 2,70 3,00 4,20 5,90 9,00
38 1"1/2 38 3.5 4,60 6,80 10,10
45 1"3/4 45 5,00 7,75 11,50
50 2" 50 5,30 8,50 12,50
60 60 10,00 13.7
70 70 14,9
80 655 16.3
90 655 17.7
100 655 19.1
110 655 20.9
120 655 22.7
130 65%5 242
140 655 25,8
150 6515 27.4
160 6515 28,9
170 65%5 30,4
180 655 31.9
190 655 33.4
200 6515 349
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