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Kaben Devi 3a nogoBo otonneHue 3x1.50 mm2, yepBeH, 2100 W,
210 m, Deviflex 10T
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DEVIflex™ 10T (DTIP)

DEVIflex™is a fully screened twin conductor cable with a tough red PVC outer sheath, to install in a wide range of floor

constructions and pipe tracing systems.

Benefits:

Easy to install

Flexible cable

Safe and robust

Long life-time
DEViwarranty™ 20 years

Standard Compliance:
IEC 60800:2009

Application areas:
Wide Range of floor constructions
Pipe tracing systems

Technical data Documentation
Name DEVIflex™ 10T
Watts per meter 10 Watts_ i -
Length of the cable 2;0n: 14 a
Output W 20;’) w .
Rated Voltage A :30 \ ”
Construction \CJ Round,_tw; conductor with screen
Cold tail - / 2,3m 3;.;mm2
Rated temperature >3 6;’C_

T
Diameter 6.9 mm

A 100% coverage, alu-foil, tinned
IP class IPX7
PEX

Sheath
Pulling strength 500 N

hitps://fheprod.danfoss.com/Product/140F1234_MNU17578684.html

MpopykT: Kaben Devi 3a nogoBo otonnexve 3x1.50 mm2, yepseH, 2100 W, 210 m, Deviflex 10T

copper drain wire

Kateropus: Kabenu n npoBogHULIN
Bpang: Devi
Kateropus 6paHa: Kaben Devi
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https://tashev-galving.com/product/028-DEV2457/kabel-devi-za-podovo-otoplenie-3x1-50-mm2-cherven-2100-w-210-m-deviflex-10t
https://tashev-galving.com/cat/200383/kabeli-i-provodnitsi
https://tashev-galving.com/brand/devi
https://tashev-galving.com/brand/devi/kabel



