XCKP2145P16

KpaeH unskntousaten XCKP - th.plastic roller lever
var.length - INC+1NO - M16

[lpodykmoea uHghopmauusi
Xapakmepucmuku

OCHOBHM

[ama Ha npoaykTa OsiSense XC

HaunmeHoBaHue Ha cepus CrtaHpapTteH popmaTt

Tun NPOAYKT NN KOMMNOHEHT KpaeH nskniousarten

OonbnHuTeneH

CbKpaTeHo HauMeHoBaHWe Ha  XCKP
yCTPONCTBOTO

[un3aiH Ha ceH3opa Compact

Bug ocHoBa dukcupaH

Twn rnasa BbpTswa rnasa
Martepuan Mnactmaca
Martepwan 3a ocHoBaTta Mnactmaca
MaTtepuan 3a rnasa Zamak

HauyuH Ha MOHTax o TanoTo
[BmxeHue Ha rnaeaTa BbpTaw

Bug onepatop

Mpyu1HHO BpbLLaHe Ha ponkaTa
TepmonnactuyHa (MpomeHnuBa AbMKUHA)

Bug mexaHusbm

CTpaHunyeH 2 nocokm

Bpon nontocu

2

Tun 1 cbCTaB Ha KOHTaKTUTE 1NC+1NO

PaboTta Ha KoHTakTa Snap gencrtaue

M3TOYHMK Ha npeBkItoYBaHe

C 30° cam

Enektpuyecko cBbp3BaHe

Camo3sartaraim ce knemu, clamping capacity: 1 x 0.34...2 x 1.5 mm?

KaGeneH Bxop,

1 entry tapped for M16 x 1.5 cable gland, cable outer diameter: 4...8 mm

M3onaums Ha KOHTakKTa

Zb

Bkn npu nonoxuTeneH curHan C

MuWH MOMEHT 3a oTBapsiHe 0.25N.m
MuHMManeH MOMEHT 3a U3KNIYBaHe 0.1 N.m
MakcrMmanHa ckopoCT Ha MexaHu3ma 1.5m/s

TOYHOCT Ha noBTapsiHe

0.1 mm on the tripping points C 1 MUnNuoH paboTHW LuKbNa

O603HaveHne Ha KOHTaKTeH 6ok

Q300, DC-13 (Ue =250V, le = 0.27 A) B cboTtBeTcTBME ¢ EN/IEC 60947-5-1 appendix
A

A300, AC-15 (Ue =240V, le =3 A), Ithe = 10 A B cboTBeTcTBME C EN/IEC 60947-5-1
appendix A

[Ue] N3onaumoHHO HanpexeHne

500 V degree of pollution 3 B cboTBeTcTBUE C IEC 60947-1
300 V B cvoTtBeTcTBME C UL 508
300V B choTBeTCTBME C CSA C22.2 No 14

MakcumanHo cbnpoTUBMEHNE Ha KNnemuTe

<= 25 MOhm B cboTBeTcTBME C IEC 60255-7 kaTeropusi 3

[Uimp] YcToMumMBOCT Ha MMMNYNCHO HanpexeHue

6 kV B cboTBeTcTBME C IEC 60664
6 kV B cboTBeTcTBME C IEC 60947-1

3aluTa oT KbCO CbeuHEHNE

10 A ot gG kaceTa Npepnasuten

EnekTtpudyecka ycTon4msoct

5000000 uymkbna, DC-13, 120 V, 4 W, operating rate: <= 60 cyc/mn, load factor: 0.5 B
cvoTBeTcTBUE € IEC 60947-5-1 appendix C

Schneider

aEIectric L4

onpefenaHe Ha NPUroaHOCTTa UNW HaAeXAHOCTTa Ha Te3n NPOAYKTU 3a KOHKPETHN NPUNOXEHNA Ha I'IOTpeGIATeJ'MTe. 3aFl'bJ'I)KeHMe Ha BCEKU TakbB ﬂOTpeGMTeJ’I Unu NHTerpaTop e Aa U3BbpLUM NOAXOASALL N NbIIeH aHann3 Ha pUcka, oueHKa 1 TecTBaHe Ha NPoAYyKTUTE NO OTHOLLEeHWe Ha

& nbsp; & nbsp; & nbsp; & nbsp; VHdopmaumsaTa, NpefocTaBeHa B Tasn JOKYMEHTaLMs!, CbAbpXa OBLLM ONucaHUs M/Unm TEXHUYECKU XapakTepucTUKV Ha NPOU3BOAUTENHOCTTa Ha NpoAyKTUTe. Taaun [oKyMeHTauus He e npeAHasHayYeHa 3a 3aMecTuTen 1 He Tpsibea a ce u3nornasea 3a
CbOTBETHOTO CrneunduUyHO NpUNoXeHve unu nsnonssaxHe. HUTo Schneider Electric Industries SAS, HUTO HKOS OT HeroBuTe hunNUany UM AbLUEPHN APYXECTBa, He HOCU OTFTOBOPHOCT UMK OTFOBOPHOCT 3a 3noynoTpeba ¢ nHopmauusTa, Cbabpxalla ce Tyk.



5000000 umkbna, DC-13, 24V, 10 W, operating rate: <= 60 cyc/mn, load factor: 0.5 B

cvoTBeTCcTBUE C IEC 60947-5-1 appendix C

5000000 umkbna, DC-13, 48 V, 7 W, operating rate: <= 60 cyc/mn, load factor: 0.5 B

cboTBeTcTBUE C IEC 60947-5-1 appendix C

MexaHun4yHa N30PBXKIANBOCT

10000000 ymkbna

LLnpounHa 31 mm
BucounHa 65 mm
Obn6ounHa 30 mm
Terno Ha npoaykTa 0.145 kg
OnucaHune Ha knemopep ISO n°l (13-14)NO
(21-22)NC

OkonHa cpepa

YCTOMYMBOCT Ha yaap

50 gn (duration = 11 ms) B cboTtBeTcTBME C IEC 60068-2-27

YcTonumBocT Ha Bubpauun

25 gn (f = 10...500 Hz) B cboTBeTCTBUE C IEC 60068-2-6

CTeneH Ha 3awuTa IP

IP66 B cvoTBeTCTBME C IEC 60529
IP67 B cvoTBeTCcTBME C IEC 60529

CTteneH Ha 3awumTa IK

IKO4 B cvoTtBeTcTBME ¢ EN 50102

3alumTa oT TOKOB yaap

Knac Il B cboTBeTcTBME C IEC 61140
Knac Il B cbotBeTcTBMe ¢ NF C 20-030

MakcumarnHa Temnepartypa Ha OKOMHUSA Bb3ayX 3a -25...70 °C
pabota
TemnepaTypa Ha OKOMHUS Bb3AyX 3a cknagupaHe -40...70 °C
3aWwnTHM Mepku TC
MpoaykToBu cepTudurkaTn CCC
CSA
uL
CraHpapTtun EN 60204-1
EN 60947-5-1
IEC 60204-1
IEC 60947-5-1
UL 508

CSA C22.2 No 14

YcTonumBocT Ha ohepTaTa

CraTyc Ha odhepTaTa 3a yCTONYMBO pa3BuTne

Mpoaykt Green Premium

RoHS (aarta: YYWW)

Compliant - since 1002 - Schneider Electric declaration of conformity

REACh

PedepeHunsita He cbabpxa SVHC Hag npara

Dimensions
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(1) Tapped entry for M16 x 1.5

(2) 2 elongated holes @ 4.3 x 6.3 mm on 22 mm centres, 2 holes @ 4.3 on 20 mm centres.

(3) 2 x @ 3 holes for support studs, depth 4 mm.

Mounting with Cable Entry

Position of Cable Gland

(1) Recommended
(2) To be avoided

Mounting with Rotary Heads and Levers

Type of Cam

(1) Recommended
(2) To be avoided

Setting-up with Head ZCEO01 and ZCEQ9

Schneider
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(1) Tightening torque (Min : 1) (Max : 1.5)
(2) Tightening torque (Min : 0.8) (Max : 1.2)

Wiring Diagram

2-pole NC + NO Snap Action
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Characteristics of Actuation

Switch Actuation by 30° Cam
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Functionnal Diagram
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(1) Closed
(2) Open
(4) Tripping
(5) Resetting
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