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O6yBka Elmark kabenHa Tun runsa kanamgucaHa 4 mm2, GTY




CABLE TERMINALS

Cable terminals without isolation

Connection tubes - GTY type

Copper pipes with galvanic tin coating, used for joining of copper rigid or multicore conductors with different
sections. The assembling is made by mechanical pressing with crimping tool.

Technical data:

= Material: copper alloy
= (Coating: tin

= Application: general

Type ::‘::g:,:; dli;:(rl:n{eer:%r d(i:araeerie)r (C:‘tr:f) Packing / Box (pcs) C::ar:?:e‘:e

GTY-4 20 5 3 4 100016000 59213

Standard: EN 61 238-1 GTY-6 25 5.3 37 6 500 /1500 /12000 59201
GTY-10 30 6.3 4.5 10 500,/ 1500 / 12000 59202

N, GTY-16 35 7.5 55t 16 100/ 200 / 4800 59203

P PN . GTY-25 40 9 72 25 100 /500 / 2000 59204
GTY-35 45 10.8 8.5 35 100/200/ 1600 59205

s GTY-50 50 12.5 9.8 50 20/200/1600 59206

GTY-70 55 145 11.5 70 10/100/800 59207

GTY-95 60 17 137 95 10/80/640 59208

GTY-120 65 19 15 120 10/60/480 59209

GTY-150 70 21 16:7 150 10/50/400 59210

GTY-185 75 23 185 185 10/40/320 59211

GTY-240 80 26 21 240 10/30/240 59212

MpoaykT: O6yeka Elmark kabenHa tun runsa kanavagmncada 4 mv2, GTY
Kateropus: KabenHu 0OyBkM U HAKpaHULN

BbpaHa: Elmark

Karteropus 6pang: O6byska Elmark



https://tashev-galving.com/product/028-EMR3446/obuvka-elmark-kabelna-tip-gilza-kalaydisana-4-mm2-gty
https://tashev-galving.com/cat/200394/kabelni-obuvki-i-nakraynitsi
https://tashev-galving.com/brand/elmark
https://tashev-galving.com/brand/elmark/obuvka



