
Нашата гама на батериите е 

подходяща за над 99% от Gigalite и 

Mellert прожекторите. Всички видове 

са в съответствие с най-новите 

европейски директиви и отговарят на 

най-високите екологични стандарти. 
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Предимствата говорят сами за себе си: 

Alcaline технология 

Батериите и опаковките имат срок на годност, 

отпечатан върху тях 

Най-високата производителност, гарантирана с 

35% по-голям капацитет 0% кадмий, живак 

Приятелски настроени към околната среда 

Идентични размери на блистера в всички езици 

съответствие със съвременните европейски 

насоки (REACH и RoHS) 

Вижте сами! Gigalite alcaline батерии 

определено превъзхождат лидерите на пазара! 

Gigalite 

Market Leader ____
__ 

______ ______ 
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Baterteries AA AAA Baby C Mono D 
Battery type Alcaline Alcaline Alcaline Alcaline 

Voltage 1.5V 1.5V 1.5V 1.5V 
Capacity 1700mAh 700mAh 6700mAh 12000mAh 

Weight/Piece in g 23.5 11.5 72 146 
Batteries/Blister 4 4 2 2 

EAN 4003678981363 4003678981349 4003678981387 4003678981400 
Packing Unit 10 10 10 10 

Baterteries 9 Volt AG 13 AG 3 AG 5 
Battery type Alcaline Alcaline Alcaline Alcaline 

Voltage 9 V 1.5V 1.5V 1.5V 
Capacity 450mAh 145mAh 35mAh 60mAh 

Weight/Piece in g 43 2 0.75 1 
Batteries/Blister 1 3 6 6 

EAN 4003678981424 4003678980298 4003678981196 4003678981219 
Packing Unit 10 10 10 10 

Baterteries CR20332 CR2016 CR2025 CR2450 
Battery type Alcaline Alcaline Alcaline Alcaline 

Voltage 3V 3V 3V 3V 
Capacity 200mAh 200mAh 200mAh 530mAh 

Weight/Piece in g 3 3 3 3 
Batteries/Blister 2 2 2 2 

EAN 4003678981233 4003678981271 4003678981295 4003678981448 
Packing Unit 10 10 10 10 
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1. APPLICABILITY 

This specification is applicable to GIGALITE Alkaline Battery, LR14 (Mercury Free) for 

industrial use only. 
 

2. GENERAL 

2.1  Type designation   : LR14  AM2 

2.2  Nominal voltage   : 1.5V 

2.3  Shape and dimension  : Refer to Drawing 1 

2.4  Typical weight    : 70±5g 

2.5  Shelf life     : 60 months 

2.6  Date code    : Unless otherwise specified, every  

          battery will carry an expiry date code  

          for 60 months. (e.g. a battery manufactured 

          on January 2010 will carry an expiry code 

          of 01-2015.) 

2.7 Normal Capacity: 6700mAh 

（Test condition：Load Resistance ( ±0.5%) 10.0Ω，Time：4h/d, E.P.V=0.9V,Temperature：20±2�.） 

 

2.8 Chemical System : Zinc-Manganese Dioxide ( Potassium Hydroxide Electrolyte ) 

"GREEN Alkaline Battery - The Mercury test result<5ppm(0.0005%)" 

"GREEN Alkaline Battery - The Cadmium test result<20ppm(0.002%)" 

"GREEN Alkaline Battery - The Lead test result<10ppm(0.001%)" 

2.9 Terminal Materials :  

Negative : Ni plated/Fe/Cu plated or gold plated steel Positive : Ni plated steel 

 

3. APPEARANCE 

There shall be no dirt, scratch or deformation detrimental to practical service in appearance. 
 

4. TEST METHOD 

4.1  Electrical 

Method of sampling :  MIL-STD-105E level II single sampling normal inspection. 

Voltmeter   :  Digital Voltmeter (DVM) with the precision of 1mV 

        (internal resistance not less than 1 Megohm) 

Test temperature  :  20 ± 2°C 
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4.2   Off Load Voltage 

  At shipping   12 months after manufactured 

  Above 1.50V   Above 1.50V 

  4.3  On Load Voltage 

  Initial   12 months after manufactured 

  Above 1.45V   Above 1.40V 

    Load resistance: 5 ohm ± 0.5% (measure time: 0.3 seconds) 

 

5. SERVICE OUTPUT 

5.1  Test method 

(1) The resistance of external discharge circuit shall be as specified plus or minus 0.5%. 

(2) The duration of discharge time periods shall be as specified plus or minus 1%. 

(3) Storage shall be at 20 ± 2°C, 65 ± 20%RH and discharge tests shall be at 

20 ± 2°C, 65 ± 20%RH. 

     

5.2  Property (Continuous discharge) 

 

Service Output 

Initial 12 months after 

manufactured 

 

Resistance 

 

 

 

Minimum  

Average 

Typical Typical 

3.9ΩX1H/DAY 

(end volt = 0.9V) 

15.5H 

 

17H 15.0H 

 

20ΩX4H/DAY 

(end volt = 0.9V) 

95H 

 

105H 95H 

 
 

Test temperature: 20±2°C  H: Hour 

 

5.3 Operating temperature: -20°C to 54°C (65± 20%RH) 

5.4 Storage temperature: -30°C to 45°C (65± 20%RH) 
 

6. ELECTROLYTE LEAKAGE 

6.1  Leakage on arrival at warehouse. 

Leakage shall be checked with naked eye. 

6.2  Leakage at room temperature 

Та
ше
в-Г
ал
ви
нг

 О
ОД

 

www.ta
sh

ev
-g

alv
ing

.co
m

Ташев Галвинг ООД 
www.tashev-galving.com 



 

After storing for 12 months at 20 ± 15°C, 65 ± 20%RH, no leakage shall be observed  

with the naked eye; and no bulging exceeding the maximum dimensions shall result. 

 

6.3  Leakage of over discharge 

After loading with 3.9Ω continuously for 48 hours at 20 ± 2°C, 65 ± 20%RH, no leakage  

shall be observed with the naked eye; and no bulging exceeding the maximum dimensions 

shall result. 

   

7. QUALITY ASSURANCE 

      

 

DESCRIPTION 

 

AQL 

 

Battery dimensions 

 

0.65% 

 

Appearance 

 

2.50% 

 

Off load voltage 

 

1.00% 

 

On load voltage 

 

1.50% 

 

Service Output 

 

Note 1 

 

Leakage  

6.1 

6.2 

6.3 

 

 

0.5% (Note 2) 

Note 3 

Note 4 

 

    Note 1  : Acceptance/rejection in accordance with IEC publication (1993) 86-1 

    Sub-clause 8.8. 

 

Note 2 : Leakage on arrival at warehouse is within two months after shipping. 

 

Note 3 : Sample size: n = 20  

    Judgment: Ac = 1, Re = 2 

 

Note 4 : Sample size: n = 20 

    Judgment: Ac = 1, Re = 2 
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8. PACKAGING 

Packaging shall be a form agreed by both parties. 

PRECAUTION & HANDLING 

(1) Do not disassemble or short-circuit batteries. 

(2) Do not recharge batteries. 

(3) Do not dispose of batteries in fire. 

(4) Do not allow metal objects to contact the battery terminals. 

(5) Do not mix with used or other battery type (such as alkaline with carbon zinc). 

(6) Do not solder the batteries directly.  If soldering or welding connection to the battery                     

is required, consult our engineer for proper methods. 

(7) Do not over-discharge batteries.  Force discharging batteries by external power source in        

a series may cause explosion. 

(8) To install or remove batteries, follow the equipment manufacturer’s instructions. 

(9) Keep battery away from small children.  If swallowed, consult a physician at once. 

(10) Remove batteries from device when it is not in use. 

 

STORAGE 

(1) Store in cool, dry place before use. 

(2) Do not keep batteries at temperature of 45℃ or above. 

(3) Do not keep batteries at relative humidity of 75% or above. 
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Drawing 1: Dimensions of Battery ( LR14) 
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