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TexHn4Yecku xapakTepuCcTUKu

Knrou Palazzoli enektpnyeckn B3pmBo3awmTeH cx. 6, 16/10 A,
yepeH, Rondo

'SUITABLE FQR ZONE 2 (GAS) AND 21-22 (DUST)

One-way switches
in alumihium alloy
for wall.mounting

Push-buttons
in aluminium alloy,
for wall mounting

P66 P66
Poles Hole Rated cumentfvoltage Palazzoli Pack Poles Hole Rated current/voltage Palazzoli Pack
type code Qty type code Qty
1P & 16A 250V~ / 10A 400V~ 201151EX 1 1NO A
2P 8 184 250V~ / 10A 400V~ 201152EX 1

Equipment included insulated cable gland M20. Internal and external earth terminal.
Characteristics: the lower entry is the predisposition for restricted breathing test.




Two-way switches
in aluminium alloy
for wall mounting

P66
Poles Hole Rated current/voltage Palazzoli Pack
type code Qty
1P 8 16A 250V~ / 10A 400V~ 201156EX 1

Equipment included: insulated cable gland M20. Internal and external earth terminal.
Characteristics: the lower entry is the predisposition for restricted breathing test. \

MpoaykT: Kntoy Palazzoli enektpuyecky B3pmnBosalLUnNTeH cx: 6,16/10 A, YyepeH, Rondo
KaTteropus: Enekrpnyecku knoyose

Bbpang: Palazzoli

Kateropusa 6pang: Kntoy Palazzoli



https://tashev-galving.com/product/028-MRM1297/klyuch-palazzoli-elektricheski-vzrivozashtiten-sh-6-16-10-a-cheren-rondo
https://tashev-galving.com/cat/200395/elektricheski-klyuchove
https://tashev-galving.com/brand/palazzoli
https://tashev-galving.com/brand/palazzoli/klyuch



