Megavib+ Pokers

Hand Held Electronic Poker

- Lightweight and compact for ease of handling
- High impact motor housing for durability
- Double insulated for electrical safety
- High frequency vibration for productivity
- Interchangeable heads and flex
- Comes complete with shoulder strap
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A compact high frequency vibrating poker system. The vibrating poker heads are
interchangeable allowing the user to select the best size for the application. An
excellent solution for compact and portable air removal in concrete.

Technical Specifications
Megavib+ Drive Unit 110v

Part No. 244/00100

Motor Speed Unloaded (rpm) 18000

Motor Speed loaded (rpm) 12000

Power (kW) 1.6

Loading (Amps) 13

Weight (kg) 4.8

Megavib+ Drive Unit 230v

Part No. 244/00300

Motor Speed Unloaded (rpm) 18000

Motor Speed loaded (rpm) 12000

Power (kW) 23

Loading (Amps) 10

Weight (kg) 4.8 . .

Megavib + Poker Head 25mm Including 3m Shaft nght Welght And InterChangable Shaft
Part No, 244/01100 Compact

Poker Diameter (mm) 25

Poker Diameter (Inch) 1

Head Length (mm) 300

Shaft Length (m) 3

Frequency ((3F4) 225

Centrifugal Force (kN) 882

Weight (kg) 5.5

Megavib + Poker Head 35mm

Part No. 244/00700

Poker Diameter (mm) 36

Poker Diameter (Inch) 1.5

Head Length (mm) 292

Shaft Length (W] 3

Frequency (Hz) 217

Centrifugal Force (kN) 4018

Weight (kg) 1.9

Megavib + Poker Head 48mm Various Heads To Suit High Frequency
Part No. 244/00800 . . - -
Poker Diameter (mm) 50 App“catlon Vi bratlon
Poker Diameter (Inch) 2

Head Length (mm) 327

Shaft Length (W] 3

Frequency ((3F4) 200

Centrifugal Force (kN) 5039

Weight (kg) 3.7

Megavib + Poker Head 57mm

Part No. 244/00900

Poker Diameter (mm) 57

Poker Diameter (Inch) 2.25

Head Length (mm) 346

Shaft Length (m) 3

Frequency ((zF4] 192

Centrifugal Force (kN) 6468 \ g

Weight (kg) 5 .f_ L & N

Megavib flexible Shafts Carry Strap For Easy Double Insulated For
1.2m Flexible Shaft Part No: 244/01500 A .

2.0m Flexible Shaft Part No: 244/00400 Handling Electrical Safety
3.0m Flexible Shaft Part No: 244/00500

4.0m Flexible Shaft Part No: 244/00600

Note: For Complete system the following parts are
required: Drive unit/Flexible Shaft/Poker Head
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