GALVING

TeXHU4YeCKN XxapakTepUCTUKHU

BEHTU/IATOPMU
AXIAL FANS

AKcuanHuTe 6UTOBU BEHTMIATOPYM Ca NOAXOAALLM 33 BEHTUALMA
Ha AOMOBe, KyXHU, 6aHu, TOANETHWU, MaseTa, TaBaHu U 4PYIU.

Te ca NoAxoAsLM 33 KbCK Bb34YX0BOAM 40 3 M Npu HUCKa 3aryba

Ha HanAraHe.

KopnycbT e nspaboteH ot ABS nnactmaca B 65an usat c UV
cTabmnansatop, MOTOpHATa YacT e cHabaeHa ¢ TpaiHa
nonvkapboHaTHa 06BM1BKa, KabenHaTa BTy/Ka e u3paboTteHa ot
CUANKOH. 3aWwmTHa IPX4 33 BCUYKKM BUAOBE.

PaboTHa TemnepaTtypa -20 ° C go 40 ° C, TonauHHa 3awmra 125 ° C.

AV BASIC, PRO , JET ca o6opyaBaHu € Nab3ralim narepm,

AV PLUS cbc caumeHu nar

epu.

Knanata 3a BeHTUNaTop Ce W3M0/3Ba 3a NpeaoTepaTsaBaHe

[Opyra uidopmaums  Other information
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Axial domestic fans are suitable for ventilation of homes, especially
kitchens, bathrooms, toilets, but also cellars, attics and other interiors
in housing development.

They are suitable for short air conduits to 3 m with a low pressure loss.

Casing is made of prime plastic ABS in white colour with UV stabilizer,
motor part is fitted in durable polycarbonate shell, cable bushing is
made of silicon. Ingress protection IPX4 for all types.

Operational temperature -20°C to 40°C, heat protection 125°C.
They are suitable for short air conduits to 3 m with a low pressure loss.

AV BASIC, PRO, JET equipped with slide bearings,
AV PLUS with ball bearings.

The plastic back flap for fan AV is used to prevent the flow of

NPUTOKA Ha HEXeNaHU MUPU3MU U CTYAEH Bb3AYX OGpaTHO B
nomeLleHneTo cnen U3K1tYBaHe Ha BeHTUAaTopa.

undesirable odors and to prevent cold air back into the room after
turning off the ventilator. After turning on the back flap is opened,

after switching off is returned to its original position.
To3u Mmogen Knana e CbBMECTMM CamMo C BeHTUNaTopu mogen AV.

The back flap is compatible with our fans AV.

AKCUANEH BEHTUNATOP 3A CTEHA C
FTPABUTAUNOHHU NAMENN

XapaKTepuCTUKKN Ha HanAraHeTo:
Pressure characteristics:
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Marepuman:
Material:
ABS
™n koA, / ordering code pasmepu [mm]/dimensions [mm] 6p./Kaw. BapuaHTh:
type S T a b c d pcs/cart. Offered types:
AV PRO 150 0925 - | ckopo/soon 210 118 150 85 5 @ @
AV PRO 120 0921 0922 | ckopo/soon 180 117 120 85 12 s T 8
AV PRO 100 0917 | 0918 160,5 117 100 85 14 S s
timer sensor
Texuuueckun napametpu: / Technical parameters:
GRS 38yKOBO HanAraHe |HanpesxeHie owwocy SKOPOCT = :
™n NPUTOK | 3 naraHe v 4 3 vo[tz A = [06/muH] d
type flowrate | static pressure|2€CUStiC Pres. Sm 8 POWer [ £y 4 /min
(m3/h]_|[Pa] (dB] [V, Hzl W1 | [r/min]
AV PRO 150 218 20 45 230, 50Hz 20 1450+200 © o
AV PRO 120 126 30 44 230, 50Hz 16 2200+200
AV PRO 100 97 30 39 230, 50Hz 15 2400200
MpoaykT: BeHTunatop Haco 3a CTeHeH MOHTaX KBaapaTeH ¢ rpaBuTaumnonHn namenu 20 W, 218 m3/4, 210x210x118

MM, d 150 mm., 45 dB(A). 6an. AV PRO 150 S

Kateropus: BeHTunatopwu
Mapka: Haco

Twun: BeHTunarop
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