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AnapaTt Deca 3aBapb4eH komouHupaH MIG-MAG, TIG n MMA
ctomaHa 0.6-1 mm, 200 A, 230 V, JOB 220 LAB
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Description

o Code: 248900 power source with MIG torch 180A 3m.

Compact wire feed welder Inverter Synergic (MIG / NO GAS - MMA = TIG) SYNERGIC INVERTER TECHNOLOGY
o Synergy, controlled by a powerful microprocessor, thanks to the wire speed change, automatically sets the welding parameters. The

operator shall only select metal and and wire diameter. Synergy may be cut out (manual setting) in order to freely manage all welding
parameters.

Features

MIG ZNO.GAS: 10 - 200A
MMA: 10 - 160A
TIG: 10 - 200A

MIG / NO GAS:(200A - 25%) - (140A - 60%)
Duty Cycle (Amp) (EN 60974-1 40°C): "mamA: (160A ~30%)< (130A - 60%)

TIG: (200A ~30%) - (140A - 60%)
85V

Welding current range (Amp):

Open circuit voltage (Volt): 100=200'mm

Wire Suitable Spool: @ 0,6-0,8-1,0 mm
Steel wire (@ mm); 2.0,8-1,0mm

©20,8-1,0mm
Stainless steel wire (@ mm):
21,0 mm

Aluminiumn Mg wire (@ mm): 5 458 mm
Aluminiumn Si wire (@ mm): @ 0,8-1,0 mm

: . 209-1,2mm
CuSi 3 Wire (@ mm):
ELETCTRODES: :

Cusi 8 Wire (BmRE. 31,6 - 4,0 mm

Self shielded wire (mild teel) (@Basid: @ 2,0 - 4,0 mm
©21,6-4,0mm
1 Ph x 230V
6,0 KW

TIG torch electrode:

MpoaykT: Anapat Deca 3aBapbyeH koMOuHupan MIG-MAG, TIG n MMA ctomaHa 0.6-1 mm, 200 A, 230 V, JOB
220 LAB

KaTteropusi: ENekTpoabroBo 3aBapsBaHe
BbpaHa: Deca
Kateropust 6paHa: AnapaTt Deca



https://tashev-galving.com/product/030-DEC-680/aparat-deca-zavarachen-kombiniran-mig-mag-tig-i-mma-stomana-0-6-1-mm-200-a-230-v-job-220-lab
https://tashev-galving.com/product/030-DEC-680/aparat-deca-zavarachen-kombiniran-mig-mag-tig-i-mma-stomana-0-6-1-mm-200-a-230-v-job-220-lab
https://tashev-galving.com/cat/201095/elektrodagovo-zavaryavane
https://tashev-galving.com/brand/deca
https://tashev-galving.com/brand/deca/aparat



