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3aBapb4eH anapaTt Deca MMA AC kawoH, 1.6-5 mm, 200 A, 400 V,
Globus 5.0 D
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GLOBUS 5.0 D

200 Amp; imput voltage 1Ph 230/400
Volt

Continuous setting of welding current,
overload protection

m

| Description

o Code: 203700 only power source

AC: the output current is alternating
o It allows to weld rutile, stainless steel, etc., electrodes

| Features

Welding current range (Amp): 30 - 200A

Open circuit voltage (Volt): 41 - 50V
ELETCTRODES: :

Rutile: @ 1,6 - 5,0 mm
1'Ph x 230./ 400V
Alimentation volt (50/60 Hz): 2.0 - 6.0KW
Installation PusestAmp): 20 - 25A

Dinse 25 mm?
Output connection: »

570 x 320 x 350
WeBN RS
Dimengighe 6a1ed: yes
yes
yes

L@EdpTdss NG IGaBRE: 203700

Barcode:
Thermostatic Protection:
550 x 280 x 310

19.7
8@11399031683

Package dimension, Wid.-Dep.-Heightlfrfage: 85153913
Package weight kg:
Pieces for pallet:

MpoaykT: 3aBapbyeH anapat Deca MMA AC kauwioH, 1.6-5 mm, 200 A, 400 V, Globus 5.0 D
Kateropus: Enekrpoabroso saBapsBaHe

BbpaHa: Deca
Karteropusa 6pana: 3aBapbyeH anapat Deca



https://tashev-galving.com/product/030-DEC-719/zavarachen-aparat-deca-mma-ac-kashon-1-6-5-mm-200-a-400-v-globus-5-0-d
https://tashev-galving.com/cat/201095/elektrodagovo-zavaryavane
https://tashev-galving.com/brand/deca
https://tashev-galving.com/brand/deca/zavarachen-aparat



