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REM POWER SKUPINA d.o.o., Poslovna cona Žeje pri Komendi, Pod lipami 10, 1218 Komenda, T: +386 8 200 09 00, E: info@rem-power.com

Welding inverter WMEm 136

WMEm 136 is equipped with: TECHNICAL DATA

WELDING INVERTERS

•  Compact and portable inverter for MMA, TIG 
    welding 
•  Durable and impact resistence design with OKC
   cable connectors
•  Easy to operate - only current setting needed
•  Welds most electrodes from ø 1,6 - 3,2 mm
•  Fan cooling
•  Capable to work on generator power source
•  Thermal protection
•  Automatic arc force
•  Full color packaging

STANDARD EQUIPMENT
•  MMA welding cable kit  1,2m
•  returne cable kit (16 mm2) 1,9m
•  Mask
•  Brush
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Order No.:
MAIN SUPPLY (V/Ph Hz)
FUSE, SLOW (A)
PRIMARY CURRENT (A)
MAX. OUTPUT AT 15% DUTY CYCLE (MMA) A/V
MAX. OUTPUT AT 60% DUTY CYCLE (MMA) A/V
MAX. OUTPUT AT 100% DUTY CYCLE (MMA) A/V
MAX. OUTPUT AT 15% DUTY CYCLE (TIG) A/V
MAX. OUTPUT AT 60% DUTY CYCLE (TIG) A/V
MAX. OUTPUT AT 100% DUTY CYCLE (TIG) A/V
SETTING RANGE MMA (V)
OPEN CIRCUIT VOLTAGE (V)
POWER FACTOR AT MAX. CURRENT
DIAMETER OF ELECTRODES (mm)
OKC
PROTECTION CLASS
DIMENSIONS (LxWxH mm)
WEIGHT (kg)
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