
Технически характеристики

МАРКУЧ ЗА АСПИРАЦИЯ IPL NETTUNO L

NETTUNO L 

Technical data 

Part number Ins.Ø Min. wall 
thick. 

Max. wall 
thick. Weight WP BP Vacuum Bending 

radius Coil lgth. Volume 

mm mm mm g/m mm mm m H2O mm m m^3] 
NS 01 019.0 000.0 19,1 2,3 2,6 210 6,0 18 6 110 50 0,057 
NS 01 020.0 000.0 20 2,4 2,6 220 6,0 18 6 110 50 0,065 
NS 01 025.0 000.0 25 2,4 2,7 270 5,0 15 6 140 50 0,097 
NS 01 032.0 000.0 31,8 2,5 2,8 350 5,0 15 6 180 50 0,126 
NS 01 038.0 000.0 38,1 2,7 3,2 470 4,0 12 6 210 50 0,180 
NS 01 040.0 000.0 40 2,8 3,3 510 4,0 12 6 220 50 0,197 
NS 01 052.0 000.0 50,8 3,0 3,7 710 3,0 9 6 270 50 0,292 
NS 01 060.0 000.0 60 3,0 3,8 850 3,0 9 6 330 50 0,443 

Features: 
Clear hose made with PVC reinforced with 
PVC spiral; smooth inside, light and very 
flexible.  
Resistant to loads, atmospherical agents and 
to a wide range of chemicals.  
Completely free of phthalates,to eliminate 
leaching risk of those components into the 
delivered substances. 
The antistatic version is available upon 
request. 
Applications: ideal solution for suction and 
delivery of food powders like flours, light 
grains, freeze dried foodstuffs as well as for 
liquid in general 
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Product available on request, contact our sales office for more info and quantities 
The technical data here reported were measured at 23°C with 50% humidity  
We reserve the right to alter products specifications without prior notice  
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