
Технически характеристики 
 

 

 

Фазоуказател V & A Instrument аналогов 110-480 V 

 

PHASE DETECTOR 

· Voltage range: 110V ~ 480V 

· Test time: 110V: continuance 220V: 30 minutes 480V: 4 minutes 

· Frequency response: 40 ~ 70Hz 

· Inclination variation: ±15
。 

/ horizontal Operation temperature and 

humidity: 

T: 0
。

C ~ 40
。

C (32
。

F ~ 104
。

F), H: ≤70%(non-condensating) 

· Storage temperature and humidity: 

T: -10
。

C ~ 50
。

C (14
。

F ~ 122
。

F), H: ≤70%(non-condensating) 

· Dielectric strength: 2000VAC for 1 minute (between circuit and product, at 50/60Hz) 

· Insulation resistance: ≥100MΩ(between circuit and product) 

· Clip leads length: 1.2m 

· Size: 70x95x55mm 

· Weight: 280g 

· Accessories: carrying case, instruction manual, fuse (FF0.5A/700V) 

 

Продукт: Фазоуказател V & A Instrument аналогов 110-480 V 

Категория: Измерване на ток 

Бранд: V & A Instrument 
Категория бранд: Фазоуказател V & A Instrument 
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https://tashev-galving.com/product/033-NTK-536/fazoukazatel-v-and-a-instrument-analogov-110-480-v
https://tashev-galving.com/cat/200491/izmervane-na-tok
https://tashev-galving.com/brand/v-and-a-instrument
https://tashev-galving.com/brand/v-and-a-instrument/fazoukazatel



