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PoneTtka Sola aurmtanHa 5 m, 1 mm/m, Cito
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CHARACTERISTICS:

m Digital measurement display
Bluetooth interface for the SOLA
Measures app

m Digital function for inner and outer
measurements

m Precise target display with additional
stop function

m Soft grip and ergonomic design

m Automatic switch-off

CITO

Model Length

Tape width

CITO 5m

25 mm/m

Technical details:

Item description

Digital short tape

Measuring tolerance +1.00 mm
Operating temperature -10°Cto +50 °C
Protection class IP54

Power supply

Li- polymer battery (700 mAh)

Operating time (at 20°C, 68°F)

8 hrs (continuous operation)

Graduations

mm

Storage temperature

-20 °C to +60°C

EC accuracy class

Tape material

Steel

Tape surface

Extruded nylon, yellow

End hook Stainless steel, sliding
Tape brake Backstop

Rivets for end hooks 4

Housing material ABS/TPE

Housing color red/black

MpoaykT: Ponetka Sola gurutanHa 5 m, 1 mm/m, Cito

KaTeropVIﬂ: EnNeKkTpoHHM nsmepBaTenHu ypeam

BbpaHa: Sola
Kateropus 6paHa: PoneTtka Sola


https://tashev-galving.com/product/033-SOL1541/roletka-sola-digitalna-5-m-1-mm-m-cito
https://tashev-galving.com/cat/201374/elektronni-izmervatelni-uredi
https://tashev-galving.com/brand/sola
https://tashev-galving.com/brand/sola/roletka

