ClimaPilot

|
e >3y Functions:
S j — runciions: TECHNICAL DATA
3 " : ambient temperature AMBIENT TEMPERATURE
relative air humidity -10°C ... 50°C
dew point temperature ACCURACY +1°C
— Short measuring time_thanks-rapid sensor ZRS;AL“’E ;*S:OR/ :‘HUM'D'TY
(] 0
technology ACCURACY 5%rH (25%H...85%H)
— Min/Max display: Thessmallest orgdargest DEW POINT TEMPERATURE
measured value can be displayed, ‘as.needed. -28.5°C ... 47.5°C
ditolavein © obSlectabl ACCURACY +2°C
— Measurement display»in °C or °Fiselectable OPERATING TEMPERATURE
— Toggle ambient temperaturev. -10°C ... 50°C
dew point temperature POWER SUPPLY
. . v f. . 1 x LR44 button cell
— Practical’device for monitoring room climate
, DIMENSIONS (W x H x D)
— Clip holder 138 x27 x 19 mm
WEIGHT (incl. battery)
389

ClimaPilot
+ battery

Packing dimension (W x H x D)

.
Min/Max display Rapid sensor technology Clip holder
ARTICLE ARTICLE NO EAN-CODE PU
ClimaPilot 082.034A 4021563 687886 5
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