8150

Dl&to ploché RICHTER
Bevel edge chisel RICHTER

815003
8150 07
8150 09
8150 13
8150 19
8150 25

8150 39

8536|

Code

8536 00
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mm ATk Picture

Cepel:
1/8” 3mm) 120 255 1
Handle:
1/4” (Gmm) 120 255 1
Blade:
3/8” (10mm) 124 260 1
1/2" (13mm) 126 260 1
3/4” (19mm) 134 270 1
1”7 (25mm) 140 275 1
11/2" (38mm) 155 290 1
Sada plochych dlat RICHTER
Set of bevel edge chisels RICHTER
H Obsah Obsah: ", 5ks v luxusni dievéné kazeté
>rm* SonteQl 1/47-3/8"-1/2"-3/4"-1"
1/4" (6mm) 8150 07 Content: 5-pcsetin luxury wooden box
3/8" (10mm) 815009 | /4"-3/8"1/2"-3/4" 1"
1/2” (13mm) 815013 1
3/4" (15mm) 815019
1" (25mm) 8150 25

Kryogenické zpracovani

m Bezprostredné po pocatecnim

vytvrzeni, kryogenni zpracovani

CRYO ochlazuje ocel az na velmi nizké
teploty pouzitim kapalného dusiku

TECHNOLOGY azna—190°C. Tim je dokoncena
transformace austenitu, coz zvySuje

jak tvrdost, tak i houZevnatost oceli.

domaci jasanové drevo, brousené a lesténé

zdéf z pevné nerezové oceli

kovanéa Cr-V ocel, kryogenicky zpracované a tem-
perované na nejméné 62 HRc, jemné brousené a
ledténé

domestic ash hardwood, sanded and polished
solid stainless steel ferrule

forged Cr-V steel, cryogenically treated and tem-
pered to at least'62 HRc, fine ground and polished

Cryogenic treatment

Right after initial hardening, cryogenic
treatment cools the steel down to
very low temperatures by using

liquid nitrogen to as low as =190 °C.
This completes transformation of
austenite, which increases both the
hardness and toughness of the steel.

Sroubovaky

1]

ky]

Nastavce a drza
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Truhlarskeé nastroje
Woodworking tools
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Rezbarské nastroje






