n M B CyP YoykaH MHOrOXMneH nposogHnk, Cu-xuno, PVC-nsonaums

Stranded multi-core conductor, Cu-wire, PVC-insulation

[NpunoxeHue Application
3a MOHTaX B CbOBLUMTENHM CUCTEMM M cUCTEMM 3a 0BpaboTka Ha For installation in communication and data transfer system.
UHpopmaymus.
KoHCTpyKL usi Construction
E 3 ¢ [InbTHO KanaamcaHo Cu xuno cbrn. BAC 904-84 + Solid tinned Cu wire acc. to BDS 904-84
L o * WNaonayus: PVC komnayHa * Insulation: PVC compound
% 8 + CHon OT ycyKkaHu W3onupaHu xuna * Bundle of stranded insulated conductors
= o + LAt Ha usonaymsTa: + Sheath colour:
§ = - IBOVKM 65N, kadse - pair white, brown
= "&' - TPOWKK 6s1, kagae, 3eneH - triad white, brown, green
fl_-’ O - YeTBOPKM 051, kadsB, 3€MeH, XbAT - quad white, brown, green, yellow
= 5
E,f £ TexHU4eckn aaHHu Technical data
3 cE> * MoHTaxeH nposogHuk cbrn. BAC 11292-87 « |nstallation conductor acc. to BDS 11292-87
OO « TemnepaTypa Ha okonHaTa cpega: ot -40°C po +50°C * Ambient temperature: -40°C to +50°C
+ TemnepaTtypa Ha nonaraHe: MUH. -5°C + Temperature of laying: min. -5°C
+ Makc. gonyctuma pabotHa Temneparypa: +70°C » Max. operating temperature: +70°C
+ HomuHarnHo HanpexeHue: * Nominal voltage:
- 3a gnametpum 0,30 - 0,50 mm 380V - for diameters 0,30 — 0,50 mm 380V
- 3a gnametpu 0,50 - 0,80 mm 660V - for diameters 0,50 — 0,80 mm 660V
* WanuteaTenHo HanpexeHue: + Test voltage:
- 3a gnametpum 0,30 - 0,50 mm 1500V - for diameters 0,30 — 0,50 mm 1500 V
- 3a gnametpum 0,50 - 0,80mm 2500V - for diameters 0,50 — 0,80 mm 2500V
* MuH. paguyc Ha orbBaHe: 12xD * Min. bending radius: 12xD
Ne \ @x @ Ha xunata BrHw. @ HomuHanHo Hanpexexne Terno kaben
Art. ~\ No. x core @ Outer @ Nominal voltage Weight
nxmm mm V kg/km
015215083 2x0,4 1.6 380 4
015215084 2x05 2,1 660 5
015215085 2x0,6 2,3 660 8
015215086 2x0,8 2,7 660 12
015215138 3x04 1.8 380 6
015215139 3x0,5 2,3 660 9
015215140 3x06 2,5 660 12
015215141 3x0,8 29 660 18
015215258 4x0,4 2,0 380 7
015215259 4x05 2,6 660 12
015215260 4x0,6 2,8 660 16

015215261 4x0,8 3.3 660 17






