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Koneno Alex npomuwneHo 3aBuBalyo € NiaHka v nnb3rawy narep
nonuvamMumaHo ¢ nonuypertaHoB 6aHgax 80 mm, 80 kr, ZVI-PGA 2-
1319

ZVI-PGA 2-1319 Castor

Features

Made of high-quality pressed stainless steel (AIS1'304) up to 3 mm.

Bracket made completely of stainless steel, corrosion-free, resistant to petrol, diesel,oils
and grease.

Manufactured to European standards EN 12530/12532.

Technical data

Diameter: 80 mm

Load capacity: 80 kg

Type of bearing: Plain bearing

Width of tyre: 32 mm

Plate dimensions: 105x80 mm

Distance between holes: 86/80x60 mm

Plate hole diameter: 8 mm Overall

height: 110 mm Offset:
77 mm Wheel

PGA (Rubber)

Grey rubber tyre on polypropylene centre
Temperature range: -20° + +60°

MpoaykT: Koneno Alex NpoMU1LINEHO 3aBMBALLIO C NJ1aHKa Y NIb3rawl fnarep noanamMmmaHo ¢ noavypeTaHoB
OoaHgax 80 mm, 80 kr, ZVI-PGA 2-1319

Kateropus: Konena nonvnponuieHoBu ¢ kKayyykoB OaHaax

BpaHa: Alex

Kateropus 6paHa: Koneno Alex



https://tashev-galving.com/product/048-ALX-307/kolelo-alex-promishleno-zavivashto-s-planka-i-plazgasht-lager-poliamidno-s-poliuretanov-bandazh-80-mm-80-kg-zvi-pga-2-1319
https://tashev-galving.com/product/048-ALX-307/kolelo-alex-promishleno-zavivashto-s-planka-i-plazgasht-lager-poliamidno-s-poliuretanov-bandazh-80-mm-80-kg-zvi-pga-2-1319
https://tashev-galving.com/cat/201152/kolela-polipropilenovi-s-kauchukov-bandazh
https://tashev-galving.com/brand/alex
https://tashev-galving.com/brand/alex/kolelo



