
Технически характеристики 
 

 

 

Колело Alex промишлено завиващо с планка и спирачка 
полиамидно с полиуретанов бандаж 100 мм, 200 кг, TV-PO 2-

1612 

 

Features 

Manufactured with pressed steel up to 5 mm. Highly 

rust-resistant double-chrome coating. 

Double ball bearing reinforced with hardened ball races. Dust-

proof in the sealing swivel head. 

Manufactured to European standard EN 12532. 

 
Technical data 
Diameter: 100 mm 

Load capacity: 200 kg 
Type of bearing: Plain bearing 

Width of tyre: 33 mm 
Plate dimensions: 106x86 mm 

Distance between holes: 86/80x60 mm 

Plate hole diameter: 8 mm Overall 

height: 140 mm Offset:

 81 mm Wheel 

PO (Polyurethane) 
Red polyurethane tyre on white polyamide centre.95º shore A 

Temperature range: -25º ÷ +80º 

 

Продукт: Колело Alex промишлено завиващо с планка и спирачка полиамидно с полиуретанов бандаж 

100 мм, 200 кг, TV-PO 2-1612 

Категория: Колела полипропиленови с каучуков бандаж 

Бранд: Alex 
Категория бранд: Колело Alex 
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https://tashev-galving.com/product/048-ALX-318/kolelo-alex-promishleno-zavivashto-s-planka-i-spirachka-poliamidno-s-poliuretanov-bandazh-100-mm-200-kg-tv-po-2-1612
https://tashev-galving.com/product/048-ALX-318/kolelo-alex-promishleno-zavivashto-s-planka-i-spirachka-poliamidno-s-poliuretanov-bandazh-100-mm-200-kg-tv-po-2-1612
https://tashev-galving.com/cat/201152/kolela-polipropilenovi-s-kauchukov-bandazh
https://tashev-galving.com/brand/alex
https://tashev-galving.com/brand/alex/kolelo



