GALVINGI =

BEHTM/IALIMOHHM PELIETKN ‘migm meye
VENTILATION GRILLES SEa gy

BeHTUNAUMOHHWTE peLleTKu ca NpeaHa3Ha4YeHn 3a CTPOUTENHU Lenu,
33 i@ NOKPUAT AyNKUTE B CrpauTe 1 Aa NPOBeTPABaT XUIULLHNUTE
nomelLeHnsa, MaHcapauTe, usbute. CbLio Taka MMa peLueTku ¢
e/[IMHHA Len, KaTo Te3u 3a BpaTu. PelweTkuTe ce npegnaaraT ot
naacTmaca v HepbXKAaema cTomaHa. PelweTkuTe ca HanpaBeHu ¢
MpeXKa, 3aTBapALLM Ce, FPaBUTALMOHHM, Kanauu.

MnactmacosuTe pelleTku ca n3paboTeHn OT BUCOKOKaYecTBeHa,
UV-ycToitumsa nnactmaca ASA 1 moraT Aa ce U3nonssaT KakTo Ha
OTKPWUTO, TaKa M Ha 3aKpuTo. PeweTknte morat Aa 6bvaat
pPEMOHTUPaHU ¢ bacagHa akpuaHa 6os.

PelueTKUTe OT HEpBXKAAaeMa CTOMaHa U MpesKaTa ca u3paboTeHu ot
BMCOKOKayecTBeHa HepbxXaaema ctomaHa DIN 1.4301; TexHute
NPUIOXKEHMA Ca CbLUMTE KAaTo B MNNACTMACOBUTE PeLleTKM.

Ventilation grilles are intended for construction purposes to cover
structural openings and ventilatate flats, lofts and basements.
There are also single-purpose grilles such as those for doors.

The grilles are available in plastics, stainless steel and wooden
versions. Plastic and stainless steel grilles are made with mesh;
closable, gravity and cover grilles are also available.

The plastic grilles are made of top-quality, UV-resistant ASA plastic
and can be used outdoors as well as indoors. The grilles can be
repainted with facade acryl paint.

The stainless steel grilles and the mesh are made of high-quality,
food-grade DIN 1.4301 stainless steel; their applications are the
same as in the plastic grilles.

MpunoxeHue: BeHTnnauMoHHaTa peLleTka ce

V M G K FTPABUTALMOHHA PELLIETKA - K/TANA 13M0/138a 13 3aBbPLUN KPbI/IUA Bb3AYX0BOA,
GRAVITY VENTILATION GRILLE - DAMPER TA pasnonara ¢ Kanak, KOWTO OCUrypABa 3aLuTa oT

LKA U KAMMATUYHM YCAOBUA.
UHcTanauuma: [lpeay MOHTaX NpemaxHeTe Kanaka,
3a 1a MMaTe 10CTbI 40 MOHTaXHUTE OTBOPMU.
MocTageTe pelweTkaTa BbB Bb3AyX0BOAA MM OTBOPA
11 3aBUiiTe BUHTOBETE B OTBOPHTE.

¥ Cnefj nocTaBAHe Ha BUHTOBETE BbpHETE Kanaka Ha
MACTO, KaTo NPOCTO IO HAaTUCHETE B pelleTKaTa.

Application: Ventilation grid is intended to end the

\ round channel. It is fitted with a removable roof that
provides protection from rain and weathering.
Installation: Before installation remove the flexible
cover to make access to the mounting holes.
Slide the grille into the duct or opening and screw the
screws from the front into holes with wall plugs.
After screwing the grille on, return the flexible cover
into place by simply pushing on the grille.

Martepuan / Material:

uvsTaBIL

™n kog, / ordering code pasmepy / dimensions [mm] 6p./kaw.
type 6ano / white a b @c |pes/cart.
VM 150 x 150 GK/100 B | 0239 155 155 100 40
VM 175 x 175 GK/125 B | 0240 175 175 125 |28

MpoaykT: Pelwetka Haco 3a BeHTuNnaumoHH oteopu kBagpatHa PVC c knana, rpaButaumonHa 175x175 mm, 6ana, VMGK
Kateropus: Bbaayxosoaum

Mapka: Haco

Tun: Peletka



https://tashev-galving.com/product/061-MCI-137/reshetka-haco-za-ventilatsionni-otvori-kvadratna-pvc-s-klapa-gravitatsionna-175h175-mm-byala-vmgk
https://tashev-galving.com/cat/200148/vazduhovodi
https://tashev-galving.com/brand/haco
https://tashev-galving.com/brand/haco/reshetka

