
Metric, BSP and BSPT Adaptors

Bonded seals

BSP  Bonded Seal

1/1Carbon steel

Materials ·Washer: Steel.  O'ring: NBR

Working temperature From -30ºC to +100ºC

Part nº R1 Working Pressure (bar) u/ Bag L L1 L2

T21002 1/8" BSP 900 100 2.03 10,37 15,88

T21004 1/4" BSP 930 100 2.03 13,74 20,57

T21006 3/8" BSP 756 100 2.03 17,28 23,8

T21008 1/2" BSP 690 100 2.5 21,54 28,58

T21010 5/8" BSP 750 100 2.5 23,49 31,75

T21012 3/4" BSP 636 100 2.5 27,5 34,93

T21016 1" BSP 400 50 2.5 33,89 42,8

T21020 1"1/4 BSP 410 25 3.25 42,93 52,38

T21024 1"1/2 BSP 410 25 3.25 48,44 58,6

T21032 2" BSP 420 25 3.25 60,58 73,3

T21040 2" 1/2 BSP 400 25 3.25 76,8 90,17

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.
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