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ABTomaT Dorma 3a Bpara 6e3 pamo kacss, TS 83

Data and features TS 83

Variable Spring EN | EN
closing force strength 2-5| 7
Standard doors ) <1250 mm | 2 | -
<1600 mm | - | 2
External doors, <1250 mm 2
outward opening!) < 1600 mm -
Fire and smoke <1250 mm 2 -
check doors™) <1600 mm - 2
Non-handed 2 2
Arm assembly type Standard 2 2
Closing force
variable by means of adjustment screw 2 -




Closing speed 180° - 15° 2 -

adjustable at 2 separate valves  15° - 0° 2 -
Closing speed
variable by means of valve adjustment - 2
Adjustable latching action by arm 2
Backcheck self-regulating| 2
adjustable
at valve 2 2

Delayed action variable at valve " -

Hold-open " "
Weight in kg 1.7 | 3.3
Dimensions in mm Length 245 | 293
Overall depth | 46 | 475
Height 60 | 60
Door closer tested to EN 1154 2
mark for construction products 2

MpopykT: ABTomat Dorma 3a Bpata 6e3 pamo kadss, TS 83
KaTteropusa: ABToMatu 3a Bpata 1 NpuUHaAANExXHOCTH

BbpaHa: Dorma

Karteropus 6pang: ABTomat Dorma



https://tashev-galving.com/product/068-DMA-240/avtomat-dorma-za-vrata-bez-ramo-kafyav-ts-83
https://tashev-galving.com/cat/200135/avtomati-za-vrata-i-prinadlezhnosti
https://tashev-galving.com/brand/dorma
https://tashev-galving.com/brand/dorma/avtomat



