
 

 
831072EX 

ATEX RAL 7035 GREY OVAL LIGHTING FIXTURE IN ALUMINIUM- STEEL WIRE 

PROTECTIVE CAGE AND GLASS DIFFUSER 250V 18W 1V M20 IP65  

 

 

Technical data 

Lamp power 18W  

Lampholder type E27  

Dimensions 199X112 mm  

Hole type M20  

Number of entries in enclosure 1  

Frequency 50/60Hz  

Protection level IP65  

Nominal Operating Voltage 230V CA-CC  

Manufacturing Material Aluminium alloy  

Execution WALL OR CEILING  

Atex 

ATEX application zone Zona/Zone 2, 21 and 22  

Notified body (CE) 
0051  

Atex Dust Nominal Current -  

Atex Gas Nominal Current -  

Atex Dust Marking Ex tb IIIC T75°C Db IP65  

Atex Gas Marking Ex nA IIC 145°C (T3) Gc  

Certificate Number ATEX TÜV IT 12 ATEX 065 X  

GAS Dissipable Power -  

DUST Dissipable Power -  

Min. Amb. Temp. -20°C  

Max. Amb. Temp. +40°C  

Group & Cat. ATEX GAS II 3G  

Group & Cat. ATEX DUST II 2D  
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