Sensor-switched LED floodlight - Professional Line

XLED PRO Square .0 steinel

white
EAN 4007841 009953
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This luminaire contains
built-in LED lamps.
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e g! 2 m reach. High-quality aluminium heat sink.

g head swivelling in all directions for maximum lighting
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30 years (@ 4,5h / 4000K neutral infrared sensor
day) white 240° max. 12m 1P54

Function description
Lighting efficiency squared. XLED PRO Square with 2400 lm, 24,8 ngle of cove

Precision-calculated lens matrix for even light pattern over lar areas. Flat-d
efficiency and precision illumination. Including basic-light LEDg' Ma ounting height 4
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Technical specifications

Dimensions (L x W x H) 130 x 178 x 230 mm
Mains power supply
6,00m

passive infrared

24,8 W

Mounting height max.
Sensor Technology
Output
Interconnection Yes

Type of interconnection Sensor/slave

Interconnection, number maximum of 10 floodlig
Luminous flux 2400 Im

Colour temperature 4000 K

Colour variation LED SDCM3

Colour Rendering Index CRI 80-89

With lamp Yes, STEINEL LED syste
Lamp LED cannot be replaced
LED life expectancy (max. °C) 50000 h

Drop in luminous flux in accordance L70B10

with LM80

LED cooling system

With motion detector Yes

Detection angle 240 °

Angle of aperture 180 °

Sneak-by guard Yes

Capability of masking out individual v

segments es l
Accessories Q

EAN 4007841 009151 Remote co Snjart Remote
EAN 4007841 007638 Remote co c9
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Passive Thermo Control

{0

220-240V/50-60Hz
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2-1000
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Reach, radial

Reach, tangential
Photo-cell controller
Twilight setting

Time setting

Basic light level f

min, all night

ReMote control, Potentiometers,
Inart Remote

Soft 0
Continuotsight electable, 4h
@resistance ¢ Q IKO3

_ratipng \ IP54

rotection cl. A |
bient tem t -20-40°C
ousing mager Aluminium

Cover Plastic, transparent
Manufa arranty 5 years
P ,rlwei 1,818 kg
white
1, EAN 4007841009953
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Detection Zone

®2m

Magliche Montagehohe: 1,80 m— 6,00 m
Orange: radial
Schwarz: tangential

Master circuit diagram

Light Distribution Curve
Ou

With lamp
Lamp
Luminous flux

Colour temperature

Colour Rendering
Index CRI

LED life expectancy
(max. °C)

LED cooling system

C0/C180 o 30 .co0/ c270

248W

Yes, STEINEL LED system
LED cannot be replaced
2400 lm

4000 K

80-89

50000 h

Passive Thermo Control
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Dimension Drawing
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