
Технически характеристики

HSD 1-phase
50Hz

Portable sand and slurry pump with agitator
- for professional use

The Tsurumi HSD-pump is a small and robust 
submersible contractor's pump.

Помпа потопяема дренажна за 
мръсна вода Tsurumi HS3.75S

Portable Contractors' Pumps HS1-phase
50Hz

Side discharge

The spiral type pump features a large waterway area as 
illustrated and carries sand suspensions or slurry very 
effectively. Since a high performance motor is used, the pump 
can be run continuously in air.

Long life, low maintenance

No wear plate to replace. Impeller made of urethane rubber, pump casing made of ductile iron 
casting.

Tough casing

Withstands abrasion, provides long service, high throughput. Remove only three bolts for easy access to the impeller.

New designed Motor

Aluminium casting motor frame is superior to motor cooling and ensures the light weight.

Components:

001 Cable
020 Pump casing
021 Impeller
023 Strainer
024 Agitator
025 Mechanical seal
026 Oil sealing
029 Oil casing
030 Oil lifter
032. Outlet
035 Oil plug
036 Lubricant

050 Motor cover
051 Head cover
052A Upper bearing
052B Lower bearing
053 Motor protector
054 Shaft
055 Rotor
056 Stator
064 Motor casing
068 Handle
071 Shaft sleeve
076 Condensor
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HS2.4S 50 0,4 2,6 12,2 207 11,3 107 101••HS2.75S 50 0,75 4,8 18,0 230 19,0 107 102••HS3.75S 80 0,75 4,8 18,0 300 19,6 107 103••

50, 80ø Discharge bore mm

0-40°CTemperature

Spring water, Rain water, Ground water, Sand carrying waterType of Fluid

Pumping
Fluid

Semi-Vortex impellerImpeller

Double mechanical sealShaft Seal

Shielded ball bearingsBearings

Compo-
nents

Urethane rubberImpeller

Ductile iron casting EN-GJS-700-2Casing

Silicon carbide in oil bathShaft Seal

Material

Pump

Induction motor, 2 poles, IP68Type, Poles

Turbine oil (ISO VG32)Lubrication

Miniature protectorMotor Protector (built-in)

Insulation class EInsulation

Single phase 230V / 110V / 50HzPhase / Voltage

Aluminium die castingCasing

Stainless steel EN-X6Cr13Shaft

Rubber, H07RN-FCable

Material

Motor

Threaded flange/Hose couplingDischarge Connection

Dimensions in mm:
Model d A A1 B B1 D H W1

HS2.4S 50 240 207 158 84 185 358 90
HS2.75S 50 285 233 217 109 184 424 90
HS3.75S 80 285 233 217 109 184 424 90 W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website 
www.tsurumi.eu/english/applications.htm.
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