
Технически характеристики

Помпа потопяема дренажна за 
мръсна вода Tsurumi PU2.75S HSD 1-phase

50Hz

Portable sand and slurry pump with agitator
- for professional use

The Tsurumi HSD-pump is a small and robust 
submersible contractor's pump.

Vortex impeller PU 1-phase
3-phase
50Hz

Specifications:
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50PU2.25 optional 50 0,25 3 6,6 2102850 direct 6,1 - 351••50PU2.4 optional 50 0,4 3 9,6 2702850 direct 7,0 - 352••50PU2.4S optional 50 0,4 1 9,6 2702850 condensor 7,1 - 35

50PU2.75 optional 50 0,75 3 12,5 3602850 direct 8,3 - 353••50PU2.75S optional 50 0,75 1 12,5 3602850 condensor 8,9 - 35

80PU21.5 optional 80 1,5 3 16,0 8002850 direct 15,8 - 464••50PUA2.4 optional 50 0,4 3 9,6 2702850 direct 7,5 - 35

50PUA2.4S optional 50 0,4 1 9,6 2702850 condensor 7,7 - 35

50PUA2.75 optional 50 0,75 3 12,5 3602850 direct 8,9 - 35

50PUA2.75S optional 50 0,75 1 12,5 3602850 condensor 9,5 - 35
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Light and solid - Guide rail fitting available for all models.

50mm, 80mmø Discharge bore mm

0-40°CTemperature

Municipal sewage, water with solidsType of Fluid

Pumping
Fluid

Vortex impellerImpeller

Double mechanical sealShaft Seal

Shielded ball bearingsBearings

Compo-
nents

Glass fibre reinforced plasticImpeller

Glass fibre reinforced plasticUpper casing

PlasticLower casing

Silicon carbide in oil bathShaft Seal

Material

Pump

Induction motor, 2 poles, IP68Type, Poles

Turbine oil (ISO VG32)Lubrication

Insulation class EInsulation

Circle thermal cut-outMotor Protector (built-in)

3-phase / 400V / 50Hz / d.o.l., Single phase 230V / 50HzPhase / Voltage

Stainless steel EN-X5CrNi18-10Casing

Stainless steel EN-X5CrNi18-10Shaft

Rubber, 10m H07RN-FCable

Material

Motor

Inside thread, flangeDischarge Connection

Guide rail fitting "TOK" for small pumpsOptional Accessories

Model A A1 A2 B D D1 D2 FL1 FL2 H W1 W2

50PU2.25 236 115 81 102 162 76 86 - - 349 110 310
50PU2.4 236 115 81 102 162 76 86 - - 360 110 325
50PU2.4S 236 115 81 102 162 76 86 - - 360 110 325
50PU2.75 236 115 81 102 162 76 86 - - 374 110 335
50PU2.75S 236 115 81 102 162 76 86 - - 374 110 335
80PU21.5 295 145 99 130 196 92 104 - - 475 150 427
50PUA2.4 236 115 81 102 173 76 97 115 607 374 - -
50PUA2.4S 236 115 81 102 173 76 97 115 607 374 - -
50PUA2.75 236 115 81 102 173 76 97 115 621 388 - -
50PUA2.75S 236 115 81 102 173 76 97 115 621 388 - - W1: lowest running water level

50PU2.25
50PU2.4S
50PU2.4
50PU2.75
80PU21.5
50PU2.75S

50PUA2.4S
50PUA2.4
50PUA2.75
50PUA2.75S

Please mind: discharge bend, duck foot bend and stand set are accessories and must be ordered separately
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