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WELDING STAINLESS STEELS
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RODACCIAI REFERENCES AND COMPARABLE STANDARDS

- EN SO 14343-A:2009 | EN ISO 14343-B: 2009 AWS A5.9-2012 DIN Werkstoff Nr.

RW 307
RW 307L
RW 3075i
RW 308L
RW 308L AWS
RW 308LSi
RW 308H
RW 309L
RW 309Si
RW 309LSi
RW 309LMo
RW 310
RW 312
RW 316L
RW 316L AWS
RW 316LSi
RW 316H
RW 317L AWS
RW 318Si
RW 347
RW 3475i
RW 385
RW2209
RW 410
RW 410NiMo
RW 4122
RW 420
RW 420C
RW 430
RW 430LNb

18 8 Mn
188 Mn
18 8 Mn

1991

1991
199LSi
199H
23121

2312LSi
23122 L
2520
299
191231
191231
1912QLSi
1912 3A
18)53 L
19 123 Nb Si
19 9 Nb
199Nb Si
20 25¢.0ul
2293NL
13
134

(] 7’|
18 [Nb

55308 L
SS308 L
SS308 LSi
SS308 H
SS309 L
55309 S
SS309 i

53310

55312

SS3l6L
SS3]6 L
53816 LS
SS3dé H
SS3171L

SS347
5S347 Si
55385
552209
55410

(55410 NiMo)

55420
(55420)
55430
55430 [Nb
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ER308L
ER308LSi
ER308H
ER309L
ER309SH
ER3QILSi

ER310
ER312
ER316L
ER316L
ER316LSi
ER316H
ER317L
(ER318)
ER347
ER347Si
ER385
ER2209
ER410

acciai.

(ER410NiMo)

ER420
(ER420)
ER430

Rodacciai name
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1.4370
1.4370
1.4370

1.4031
1.4016
1.4511
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WELDING STAINLESS STEELS

CHEMICAL COMPOSITION (BATCH ANALYSIS) %

@ e sl s PG e Lo b

min - 5,00 - 17,0 7,0 - -

RW 307 5

max 0,08 800 050 0.030 0.030 20,0 10,0 030 030

min - 5,00 0,30 - - 17,0 7,0
RW 307L — R — -
max 0,05 8,00 070 0,030 0,030 200 10,0 0,30 0,30

. min - 5,00 0,65 - - 17,0 7.0
RW 3075Si , R 2o 0 wewe | awm | wi N 'S v
max 0.10 800 1,00 0,030 0.030 20,0 10,0 030 030

min - 1,00 - - - 19,5 9,0
max | 0,03 2,50 0,20 0,020 | 0,030 71,0 11,0 0,30 0:30
min . 1,00 0,30 - . 19,5 9,0
RW 308L AWS max | 0,03 2,50 0,65 0,020 | 0,030 21,0 11,0 0,30 0,30
min . 1,00 0,65 - : 19,5 9,0
max | 0,03 2,50 1,00 0,020 | 40030 21,0 1150 0,30 0,30
min 0,04 1,00 0,30 . . 19,5 9,0
max | 0,08 2,50 0,65 0,020 0,030 21,0 11,0 0,30 0,30
min . 1,00 0,30 . . 730 12,0

max 0,03 2,50 0,65%, 0,020 | 0,030 250 14,0 0,30 0,30

RW 308L

RW 308LSi
RW 308H

RW 309L

. min . 1,00 0,65 " : 23,0 12,0
kW 3095 max 0,12 250 1,00 0,030 48,030 25,0 14,0 0,75 0,75
min - 1,00 0,65 - F 23,0 12,0
RW 309LSi . o o o | aen x| nan | nan
max 0,03 50 1,00 0020 0,030 25,0 140 030 0,30
min . 1,00 0,30 ; . 21,0 11,0 2,00
max 0,03 2,50 0658, 0,020 | 0,030 25,0 15,5 3,50 0,30

RW 309LMo

min 0,08 1,00 03 : : 25,0 20,0

RW 310

X 015 2,50 0,65 0,020 | 0,030 27,0 220 0,30 0,30
min - 1,00 0,30 - - 28,0 8,0

max 0,15 2,50 0,65 0,020 ' 0,030 32,0 10,5 0,30 0,30
min - 100 - - - 18,0 11,0 2,50

max | 48,03 2,50 0,20 0,020 | 0,030 20,0 14,0 3,00 0,30

RW 312

RW 316L

in : 1,00 0,30 . - 18,0 11,0 2,50
RW3T6LAWS o
max 003 250 065 0,020 0,030 200 140 300 030
min - 1,00 0,65 . - 18,0 11,0 2,50
RW 316LSi

max 003 250 1.00 0,020 0,030 20,0 140 3.00 030
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WELDING STAINLESS STEELS

CHEMICAL COMPOSITION (BATCH ANALYSIS) %

min 004 1.00 0.30 110 2.00

RW316H A
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max 0,08 250 0,65 0.020 0,030 200 140 3.00 0,30
min . 1,00 0,30 - . 18,5 13,0 3,00

RW 317L AWS — - - — - - m—
max 0,03 250 0,65 0,020 0,030 20,0 15,0 400 0,30

min . 1,00 0,65 - . 18,0 110 2,50 . - 10x(
max 0,08 2,50 1,00 0,020 | 0,030 20,0 14,0 3,00 0,30 : 1,00
min - 1,00 0,30 - - 19,0 9,0 - - - 10x(
max 0,08 2,50 0,65 0,020 | 0,030 71,0 0 0,30 0730 - 1,00
min . 1,00 0,65 19,0 9,0 : - - 10xC
max 0,08 2,50 1,00 0,020 | 0,030 21,0 11,0 0,30 0,30 - 1,00

min : 1,00 : - ; 19,5 24,0 4,20 1,20

RW 318Si
RW 347
RW 347Si

RW 385 - m——— - - —
max | 0,025 2,50 0,50 0,020 = 9,020 21,5 26,0 5,20 2,00
min - 0,50 - . - 21,5 7,5 2,50 - 0,10
RW 2209 max 0,03 2,00 0,90 0,020,030 23,5 $5 3,50 0,30 0,20
min - - - . - 120
max 0,12 0,60 0,50 0,020 = 0,030 35 0,6 0,75 0,40

uuuuu

1

min - - - - - 11,0 4,0 0,40
|
]

RW 410

RW 410NiMo 0o | 10d ok omn L s | <o | o | 0k

max 0,05 100 050 0,020 9,030

2
min 0,33 hE) - 0,90
1

RW 4122 - - SR VA i ) :
max 0,43 1,00 0,70 0,020 0,030 17,5 1,0 1,20
min 0,30 . - - ] . .
max 0,40 0,60 0,50 07030 | 0,030 14,0 0,6 0,75 0,75
]

min 0 38 0,30

RW 420

i mak, NI A3 0,60 030" | 0,030 | 0,030 14,0 0,6 0,75 0,75
min - . - : o 16,0
max | 0,10 0,60 050 | 0,030 | 0,030 17,0 0,6 0,75 0,75

RW 430

: 005+
min : : : : : 17,8 ,

RW 430LNb ' ' ) ' 7(C+N)

mox a2 0,80 0,50 0,020 | 0,030 18,8 0,30 0,30 0,30 0,02 0,50

Rodacciai name

Welding stainless steels

www.tashev-galving.com



?] Rodacciai

PRODUCTION RANGE AND FINISHING

WELDING
PROCESSES . R PACKAGING

Plastic spool D200 Plastic spool D300
- size: width 55 mm - size: width 100 mm
- outside diameter: 200 mm - outside diameter: 300 mm
- spindle hole diameter: 51,5 mm - spindle hole diameter: 51,5 mm
- weight: 5 Kg - weight: 12,5 Kg (for diameter <0,8 mm)

acciai.com
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15 Kg (for diameters.>0,8 mm)

Blue metdllic.wire basket BS300
- size: width $00 mm
“oufSide difmeter: 300 mm
- inside/diameter: 51,5 mm

- weight: 15 Kg
MIG Bulk spool”/ wood

- size: widt[1"288 mm
- outsidediameter: 750 mm
- spindle hole diameter: 41 mm

“weight: 250 Kg

mm | 0,60-0,80-0,90-1,00-1,20-1,60

inches | 0.023-0.030-0.035-0.045-1/16

Drum for robotic welding
- wire diameterdmm): 081 0,9 1,0 1,2 | 1,6
- height of drum (mm): 620 810 810

-avtgide diameter (mm)

o Con I
YAl 520

- weight (Kg) 150 250 250

':‘,8':' 2 ]‘s:n:l = ]ilj- ],-‘ﬂ 5 'ZVI:H:I ROdS
= 2,40-3.2044,00~5,00 - length 1000 mm (@ in mm) /3
TG N € 1YY » -stamped with AWS and W.Nr. ref
M < ‘i‘f‘s y “':l H o e - packed in neutral boxes or cardboard tubes
8/8791/8-5/32-3 /% - weight: 5 Kg
Metallic wire basket K415 Drum

- size: width 100 mm

mm 1E0-2,00-2,40- 3,204 00
SUB'X{EEGED - outside diameter: 415 mm
L Al kg 1 /8 /9 - inside diameter: 300 mm

inches 1/16-5/64-3932-1/8-5/32 - weight: 25 kg

- wire diameter: 2,0 - 4,0 mm
- height of drum: 850 mm
- outside diameter: 660 mm
- weight: 300 Kg
Core wires in cut lengths
- length 250 - 450 mm (9 - 18 inches)
- packed in wooden crates

COREWIRE
IN CUT
LENGTHS OR

mm 1,60%2,00-250-3,25-4,00-5,00

sizes

iev. 04 /2013

IN COILS

- from 800 Kg, base 8

300 mm - height 540 mm

- from 500 Kg, base 6

200 mm - height 550 mm
Core wires in coils
- size: internal diameter: 380 mm

- weight: 500/800 Kg
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