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Accessories for Borescopes

9c
hose ø 9.0 mm,

with 0° and 90° lens

above: hose ø 9.0 mm,
with 0° and 90° lens

below: hose ø 3.7 mm,
with 0° lens

rubberized grip for secure grip, 
only at viewing direction 0° and 90°

hose
ø 3.7 mm or ø 4.5 mm,

with 0° lens

hose

mm

field of
view

°
hose-Ø

mm
quantity

LED

hose type

flexible semi rigid

620050 1000 0 3.7 6 0.050

620051 3000 0 3.7 6 0.125

620052 5000 0 3.7 6 0.225

620055 1000 0 4.5 6 0.065

620056 3000 0 4.5 6 0.115

620057 5000 0 4.5 6 0.300

620060 1000 0 / 90 9.0 4 / 2 0.210

620061 3000 0 / 90 9.0 4 / 2 0.570

620062 5000 0 / 90 9.0 4 / 2 1.020

More hose types

available on request

Image/Video Borescope Hoses  • IP67
endoscope hoses with matching threaded connection
suitable for our model console (art.-no. 620003)

• different hoses available
• oil-, water- and coolant proof, acc. to  DIN 40050 / IEC 60529

• sturdy industry quality, flexible and semi-ridgid design
• camera resolution 300.000 pixel
• perfect image recognition in the depth of field
• lenses with bright, white LED’s
• 3 times adjustable LED light, console setting
• with operation manual, in a carton box


