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ALUMINIUM FOIL INSULATION TAPE TAG

Usage: for sealing of ventilation duct joints and flat connectors.

Usage: for sealing of ventilation duct joints and flat connectors.

Width
[mm]

Thickness  
[mm]

Length 
[running 

meters /roll]

Weight
[kg /r.m.] 

Quantity 
[rolls/

packaging]

Designation
for the order 

Catalogue
number 

50 0,025 50 0,35 1 TAG-50 81650505000

75 0,025 50 0,53 1 TAG-75 81650755000

100 0,025 50 0,70 1 TAG-100 81650005000

Width
[mm]

Thickness  
[mm]

Length 
[running 

meters/roll]

Weight
[kg /r.m.] 

Quantity 
[rolls/

packaging]

Designation
for the order 

Catalogue
number 

50 0,020 50 0,43 1 TAS-50 81650505000

75 0,020 50 0,67 1 TAS-75 81660755000

100 0,020 50 0,92 1 TAS-100 81660005000

Width
[mm]

Length 
[running meters 

/roll]

Weight
[kg /r.m.] 

Quantity 
[rolls/packaging]

Designation
for the order 

Catalogue
number 

9 30 1,409 1 OS-9 81670093000

stainless steel 

Usage: for connecting flexible hoses with flat connectors, joints, etc.

Weight
[kg]

Quantity 
[pcs/pkg]

Designation
for the order 

Catalogue
number 

0,635 100 ZOS-9 81670000000

Usage: for the assembly of clips made of steel worm tape.

HOSE CLAMP HEAD ZOS-9

HOSE CLAMPS ENDLESS BAND OS-9

REINFORCED ALUMINIUM INSULATION TAPE TAS

Material: plain aluminium foil covered with glue ensuring high adhesion level. 
Absolute elongation: 3%. Adhesive strength (after 10 minutes): 18 N/25 mm. 
Water absorption: <1. Storage conditions: 15-25°C. 
Application temperature from 10 to 40°C. Thermal resistance: -30 to +120°C. 
Application conditions: clean, dry substrate.

Material: aluminium foil reinforced with glass mesh, covered with glue which 
ensures high adhesion level. Absolute elongation: 1%. Adhesive strength (after 
10 minutes): 28 N/25 mm. Water absorption: <1. Storage conditions: 15-25°C. 
Application temperature from 10 to 40°C. Thermal resistance: -30 to +80°C. 
Application conditions: clean substrate.

lock – stainless steel; screw – zinc-plated steel
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