
  

 

Technical specifications 

GROUP TECH Attribute Value Unit Code 

230v  Armature Resistance 230V 0.5351 Ω  

 Field Resistance 230V 0.4133 Ω  

 INPUT WATTS 2300 W  

 NO LOAD SPEED 230V 4000 RPM  

115 / 120v  Armature Resistance 0.16   

 Field Resistance #1 0.1195 Ω  

 INPUT WATTS 2300 W  

 NO LOAD SPEED 4000 RPM  

HEATING  Armature Resistance 230V 0.5351 Ω  

 Field Resistance #1 0.4133 Ω  

 FREQUENCY 50/60 Hz  

 INPUT WATTS 2300 W  

 NO LOAD SPEED 4000 RPM  

Common  INITIAL BRUSH LENGTH 24 mm  

 CE Lpa SOUND PRESSURE 96.7 dB(A)  

 CE Lwa ACOUSTIC POWER 107.1 dB(A)  

 Kwa ACOUSTIC POWER UNCERTAINTY 3 dB(A)  

 BLADE / DISC DIAMETER 355 mm  

 BLADE BORE 25.4 mm  

 BLADE TIP WIDTH 3 mm  

 SPINDLE SIZE M10 mm  

 WEIGHT 15.4 kg  
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