
MACHINES

Transmission guarantees 
optimum cutting speeds

Left and right cutting

Maintenance free belt drive

Perfectly suited for indoor use, the 
floor saw FSE811 has also been 
especially designed for locations that 
are difficult to access and allows a 
quick and easy change from left to 

right cutting. Additionally, this saw 
features a smooth cutting depth ad-
justment using a precise and protect-
ed spindle.

Floor saw FSE811
Cutting depth up to 320 mm
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MACHINES

Saw blade

Max. cutting depth 320 mm

Max. saw blade Ø 800 mm

Saw blade speed 1 250 rpm

Saw blade holder Ø 25.4 mm

Carrier Ø 11.5 mm

Reference circle Ø 57.4 mm 

Drive

Drive / motor Electric

Output 7.5 kW

Voltage / frequency 400 V / 50 Hz

Engine cooling Air cooling 

Feed Manual

Blade drive Via V-belt

Design

Manual, cutting depth adjustment via spindle

Cutting depth indicator

Tool cooling using function

Left / right cutting function

Corner flush cutting function

Dimensions & Weight

Length 1 100 mm

Width 600 mm

Height 980 mm

Weight 158 kg

Floor saw FSE811

10992000 Floor saw FSE811

System & Accessories

Saw blade System & Accessories
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