
 

Inner diameter Packaging Wall 
thickness 

Weight Working 
pressure 

Failure 
pressure 

(inch) (mm) (m/pack) (mm) (g/m) (Mpa) (Mpa) 

5/16“ 7.9 50 2.2 95 1.0 3.5 

3/8“ 9.5 20, 25, 50 2.2 100 1.0 3.5 

1/2“ 12.7 10, 15, 20, 25, 50, 100, 2.2 115 1.0 3.2 

  150, 200     
5/8“ 15.9 25, 35, 50 2.5 170 1.0 2.8 

3/4“ 19.0 10, 15, 20, 25, 50, 100, 150 2.5 210 1.0 2.5 

1“ 25.4 10, 15, 20, 25, 50, 100 3.3 360 1.0 1.8 

5/4“ 31.8 25, 50 3.6 500 1.0 1.5 

 

6 P V C H O  S E S F O  R G  E N E R A L U S E 
 
 

PVC GARDEN HOSES Code: 1122 
 
 
 

Garden hoses with pressure skeleton for use in agriculture, garden- 
ing, households, etc. Upon individual customer  requirements we 
are also able to offer hoses with different dimensions, packaging, 
lengths, etc. 

 
Colour version: transparent, light green 

 
Structure: transparent PVC green core and coat + two-layer spiral 
braid with high-strength polyester yarn 

 
Operating temperature: -5 °C to +60 °C 
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